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PREPARATION

SPECIAL SERVICE TOOLS - for FS5W71C

Tool number
{Kent-Moore No )
Tool name

Description

§T23810001
t -

Adapter setting plate

Fixing adapter plate with gear assembly

V<

Kv32101330 Removing overdrive mainshaft bearing
(See J26349-A)

Puller

KVv31100401 Pressing counter gear and mamnshaft

{ - )
Transmission press
stand

O
)

fas
0
5

S§$T22520000 <> Tightemng mainshaft lock nut
{J26348)
Wrench @
5T23540000 Removing and installing fork rod retaining
{J25688-A) pin
Pin punch
ST30031000 Remowving and installing 1st gear bushing
(J22912-01) Removing main drive gear bearing
Puller
ST23860000 Installing counter drive gear
{ - )
Dnift
éQ a 383 mm (150 mn}dia
2 b 33mm {130 wm)dia
S$T22360002 Instatling counter gear front and rear end
{J25679-01} bearings
Drift
'o( a 29 mm {114 .n) dia
3 X b 23 mm (091 10) dia
ST22350000 Instalhing O D gear bushing
(J25678-01)
Dnift
@ a 34mm {134 n)dia
2 b 2Bmm (110n) dia
5723800000 Installing front cover oil seal
(J25691-01)
Drnift

£

44 mm {173 n) dia
31 mm {1 22 in) dia

-
o
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PREPARATION

Tool number

{Kent-Moore No ) Description
Tool name
ST33400001 Installing rear oil seal
(J26082)
Dnift . @

a 60mm {2 36 ) dia

b 47 mm (185 1n) dia
ST33290001 Removing rear oil seal
(425810-A)
Puller
ST30720000 Installing mainshaft ball bearing
{ - 1
Drift al P

a 77mm (303 in) dia

v b 555 mm (2 185w} dia

ST30613000 a |nstalling main drive gear bearing
(J25742-3) A
Drift -

a 715mm (2815 n) dia

b 47 5 mm (1 870 1n) cha
S$T33200000 Instaliing counter rear bearing
{J26082) Installing 3rd & 4th synchronmizer
Dnift assembty

a 60mm (236 i) da

b 445 mm (1752 n) dia

COMMERCIAL SERVICE TOOL — for FS5W71C

Tool name Description
Puller Removing counter bearings, counter drive

/ and O D gears
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PREPARATION

SPECIAL SERVICE TOOLS — for FS5R30A

Tool number

(Kent-Moore No ) Pescription
Tool name
ST23540000 Removing and instaliing retaining pin
{J25689-A)
Pin punch
ST30031000 Removing 1st & 2nd synchronizer assembly
{J22912-01) Removing counter gear rear thrust bearing
Puller Removing mamn drive bearing
5T332920001 Removing rear o1l seal
(J25810-A)
Puller
S5T33230000 Removing mainshaft and counter gear
t - )
Drift
51 mm (2 01 in} dia
b 285 mm (1122 i) dia
S$T22350000 Removing counter gear front bearing
(J25678-01) {Use with Kv38100300)
Drift
‘Og a 34mm (134w} dia
3 b 28 mm (110 n) dia
KV38100300 Removing counter gear front bearing
(J25523}) {Use with ST22350000)
Drift Installing counter gear rear bearing
54 mm (2 13 .1n) dia
b 32 mm (126 n) dia
ST30720000 (D Removing mainshaft front bearing
(1) (434286) @ Installing mainshaft front bearing
@) (J34331) al ©
Dnift a 77 mm {3 03 ) dia
b 555 mm {2 185 In) dia
$T33210000 (@ Installing counter gear front bearing
(1) (J25523) (2) Installing front cover o1l seal

(@) (J25803-01)

Drift 45 mm (173 in) dia
b 225 mm (0 94 in) dia
ST30613000 Installing main drive gear bearing
{J25742.3)
Drift

a 72mm (283 in} dia
b 48 mm (189 .n) dia
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PREPARATION
Tool number
(Kent-Maore No ) Description
Tool name
ST37750000 (1) Removing counter gear rear bearing
Q) {J34286) @ Installing O D gear bushing
(2) (J34332) @ Instaliing reverse cane
(3) (J34334) @ Installing reverse counter gear
@) 1J25679-01) ,0( @ Installing counter gear rear end bearing
/
Dnift a
a 40mm (157 in} dia
b 31mm {122 n)dia
§T22452000 Installing reverse hub
(J34337) Installing mainshaft rear bearing
Drift
’O‘g a 45mm {177 in) dia
3 b 36 mm (142 n) dia
8T33400001 Installing rear ol seal
(J26082)
Drift .2
a 60 mm (2 36 in} dia
b 47 mm (185 in} dia
{J26349-3) Installing mainshaft and counter gear
Puller leg {Use with J34328)
(J34328) Installing mainshaft and counter gear
Puller {Use with J26349-3}
(J26092) Installing sub-gear snap ring
Dnft
Q‘
é a 445 mm (1752 in) dia
a b 385mm (1516 in} dia
{J34342) Installing O D main gear
Drift Installing reverse gear bushing
b‘(/ a 445 mm {1752 i) dia
a b 405 mm (1594 in) dia
ST36730000 Installing sub-gear on reverse
( - idler gear
Dnift

a=50mm (197 in) dia
b=39mm (1 54 n) dia
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PREPARATION

COMMERCIAL SERVICE TOOL — FS5R30A

Tool name Description

Removing counter gear rear end bearing
Removing mamshaft rear bearing
Removing reverse synchronizer hub
Removing reverse counter gear

Puller

MT-6



ON-VEHICLE SERVICE

Checking M/T Oil

e Check manual transmission for leakage.

SMA429A

e Check oil level

Fill to thus level

SMA103

Replacing Rear Oil Seal

S~
$T33290001
/ (J26810-A)
SMT476A

Installatlo \

$T33400001 o
/126082~ "
>

SMTA77A ™l
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REMOVAL AND INSTALLATION

Removal

e Remove exhaust front tube, catalytic converter and exhaust
mamifold connecting tube
Refer to section EM,

e Remove propeller shaft,
Refer to section PD

Insert plug into rear o1l seal after removing propeller shaft.

e Support engine by placing a jack under o1l pan

CAUTION:

e Be careful not to damage spline, sleeve yoke and rear oil
seal, when removing propeller shaft.

s Do not place jack under the ol pan drain plug.

¢ Remove shift lever (FS5W71C).

SMTO099A

WARNING:

Support Manual Transmission, while removing it,

e Remove shift knob and console boot finisher (FS5R30A).
Dust cover must not be removed from shift lever,

; Installation
( .
j [g ¢ Tighten bolt securing transmission,
G 5 <, R
Bolt No Tightening torque N m (kg-m, ft-Ib) 2 mm (in)
3 0 1 39-49(40-50,29 - 36) 65 (2 56)
2 39-49(4.0-50,29-36) 60 (2 36)
3 29-39(3.0-40,22-29) 55(217)
@ 4 29.39(30-40,22-29) 25 (0 98)

@ M/T to engine
% Engine gusset to M/T

SMTRB34A

MT-8



FS5W71C

MAJOR OVERHAUL
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MAJOR OVERHAUL FS5W71C

Gear Components — FS5W71C

Washer

* 3rd main gear MNeedls bearing
Snap ring
3rd & 41h synchronizer hubsr

Baulk ring i

Pilot bearing
Snap ring

Main drive gear ball bearing

g———Shlftlng |nsert spring

Main drive gear )‘\// 3 9\——Shlftlﬂ9 insert
) Steel roller ,/I

Thrust washer

ainshaft ball bearing

1st gear
bushing

Snap ring Q

Mainshaft rear end bearing

Speedometer drive gear
Insert spring WV
2nd main gear ﬁﬂ Snap ring Q
3 Snap ring % e
‘Q.'& Mainshaft lock nut @
. «3 [Ch137-167 (140-170,101 123)
Without Tool
Z \ Thrust washer
) Roller bearing
Baulk ring { V™ O‘a'erdrn.re\waSher "

gear bushing
O D (5th) main gear

Shifting 1nsert *\W

(=]

Shifting insert sprmg_/"’ Jogind
{(100-130,
72 -94)

Countershaft

rear end bearing

Reverse counter gear

Countershaft lock nut @
R ‘§
o [

Overdrive counter gear
] Reverse counter gear spacer
LCounter rear bearing

fnsert retainer Reverse (dler gear—)

>
-ﬂ—‘—*_Snap ring Q
O D (5th} synchronizer Snap ring Q %
hub ¥ 'f} Reverse idler thrust washer
é Counter gear \“3
Reverse 1dler gear bearing
!

.. sher
Shum * % 1, Counter Reverse idier thrust wa
I drive gear Reverse ctler shaft
Apply gear oil to gears, shafts,
Counter shaft Sub-gear synchronizers, and baarings when asssmbling
front bearing
Sub-gear spring ¥ ® Select with proper thickness
i Pay attention to its direction
Snap ring @ 8 Sub-gear bracket Eq N m (kg-m, ft-Ib)

SMT747A
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FS5W71C

Shift Control Components—FS5W71C
(With mainshaft braking mechanism)

MAJOR OVERHAUL
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DISASSEMBLY FS5W71C

SMT982

S5MT983

SMTO11

TM753

SMT035

Case Components

1 Remove rear extension

a Remove control housing, check ball, return spring plug,
select check plunger and return springs

b. Remove rear extension by lightly tapping 1t

2 Remove front cover, gasket, shim of countershaft front
bearing, and snap ring of main drive gear ball bearing

3. Separate transmission case from adapter plate

4 Remove ol seal of front cover
Be careful not to damage mating surface of front cover.
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DISASSEMBLY FS5W71C

TM754

$T23540000
(J25689-A)

SMTSEB4

Shift Control Components
1 Set up Tool on adapter plate,
2 Remove check ball plugs, check springs, and check balls

3 Dnive out retaiming pins Then drive out fork rods and remove
interlock balls

4 Remove lever bracket securing bolt.

5. Draw out 3rd-4th fork rod.

6. Remove E-ring from Q,D.-rev. fork rod.
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DISASSEMBLY [Fssw7ic]

Mainshaft or
bushing

SMT025

- wy
.—-—."‘\
— % =
' tan o) SR
= 4 L~,‘-~‘"-', *
o it A

[ —
SMT162A

Shift Control Components {Cont’d)
7. Draw out O D.-rev. fork shaft by rotating O.D.-rev bracket
counterclockwise.

Gear Components

Before disassembly, measure each gear end play

If end play 15 not within the specified hmit, disassemble and
check the parts

Replace any part which i1s worn or damaged

Gear End ptay mm (in)

1st 031 041(00122-00161)

2nd 011-021{00043-00083)

3rd 011 021(00043-00083)

oD 032-039(00126-00154)

2 Mesh 2nd and reverse gear, then draw out counter front

bearing with suitable puller,
Remove snap ring and then remove sub-gear bracket, sub-gear

spring and sub-gear

4 Draw out counter drive gear with matn drive gear assembly
with suitable puller

e  When drawing out main drive gear assembly, be careful not to
drop pilot bearing and baulk ring.

MT-14



DISASSEMBLY

FS5W71C

Kv32101330
(See J26349 A)

SMT383A

Gear Components {Cont’'d)

5
a

k.

Disassemble parts at rear of adapter plate as follows
Release staking on countershaft nut and mainshaft nut and
loosen these nuts

Mainshaft nut: Left-hand thread

Pull out O.D counter gear with bearing with suitable puller
Draw out reverse counter gear and spacer

Remove snap rings from reverse idler shaft, and draw out
reverse idler gear, thrust washers and reverse idler gear bear-

ing
Remove speedometer drive gear and steel ball,

Remove snap ring and pull out overdrive mainshaft bearing,
then remove snap ring

Remove mainshaft nut

Remove thrust washer, steel roller, roller bearing and washer
Remove O D man gear, needle bearing and baulk ring
(OD)

Remove O D coupling sleeve, shifting inserts and shifting
insert springs

Press out mainshaft and counter gear alternately

Make sure to alternate pressing of mainshaft and counter gear so
as not to allow the front surface of one to contact the rear
surface of the other.

6 Remove front side components on mainshaft

a
b.

Remove 1st gear washer and steel ball
Remove 1st main gear and 1st gear needle bearing

MT-15



DISASSEMBLY [Fssw71c]

Gear Components (Cont’d)

¢ Press out 2nd main gear together with 1st gear bushing and
1st & 2nd synchronizer assembly

d Remove mainshaft front snap ring

ST30031060
(J2291201}

SMT3B4A

e Press out 3rd main gear together with 3rd & 4th synchronizer
assembly and 3rd gear needle bearing

SMT385A

7. Remove main drive gear hearing
a Remove snap ring and washer
b Remove main drive gear bearing

‘‘‘‘
...........

SMT420A

MT-16



INSPECTION FS5W71C

Shift Control Components
e Check contact surface and sliding surface of fork rods for
wear, scratches, projections or other damage

\THTE

SMT137

Mamshaft and gear Gear Components

GEARS AND SHAFTS

e Check shafts for cracks, wear or bending

e Check gears for excessive wear, chips or cracks

SMT386A

Counter gear

SMTES0A

Shifting nsert SYNCHRON'ZERS
Sphine e Check spline portion of coupling sieeves, hubs and gears for
[i:l (11D portion wear or cracks
e Check baulk rings for cracks or deformation.
Check shifting inserts for wear or deformation
Check nsert springs for deformation

SMT387A

SMTO026
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INSPECTION FSsw71C

Baulk ring to
gear clearance

SMT 140

SMT418A

Gear Components (Cont’'d)
e Measure clearance between baulk ring and gear

Clearance between baulk ring and gear
Unmit mm (in}

Standard Wear himut
15t & 2nd o 5 0830, 08 (0031)
3rd & main dnve 000 80030, 08 (0031)
os w18 | osom

BEARINGS
o Make sure bearings roll freely and are free from noise, cracks,

pItting or wear

MT-18



ASSEMBLY

FSSW71C

Mainshaft ball bearing in adapter plate

SMT749A

\ i / SMT028

Gear Components

1

2
°

¢
d

Install bearings into case components

Assemble adapter plate parts

Install o1l gutter on adapter plate and expand on rear side

install bearing retainer
Insert reverse shaft, then install bearing retainer

MT-19



ASSEMBLY

FSSW71C

SMTA426A

1st and 2nd FYs
_ “__b

'{/Insert spring

L e

Gear Components (Cont’d)
b Tighten each screw, then stake it at two points

3

a.

b

c

d.

Install main drive gear bearing
Press in matn drive gear bearing
Install mawn drive gear spacer

Select proper main drive gear snap ring to minimize clearance

of groove
Allowable clearance of groove
0-013 mm {0-00051n)
Main drive gear snap ring

Thickness mm (in) Part number
173(00681) 32204-78005
1 80 {0 0709} 32204-78000
187 {0 0736) 32204-78001
194 (0 0764} 32204-78002
2 01 (0 0791) 32204-78003
208(00819) 32204-78004

Install selected snap ring on main drive gear

4. Assemble synchronizers

MT-20



ASSEMBLY

FSBW71C

3rd and 4th

Synchronizer hub

5MTO24

oD

hub

Shifting tnsert spring

SMT095A

1st gear
thrust washer

SMT752A

TMA3S

Gear Components (Cont’d)

5 Assemble 2nd main gear, needle bearing and 1st & 2nd syn-
chronizer assembtly, then press 1st gear bushing on mainshaft

6. Install 1st main gear.

7. Install steel ball and thrust washer

Before installing steel ball and thrust washer, apply grease to

them.

8 Press mainshaft assembly to adapter plate with Tool

MT-21




ASSEMBLY FSEW71C

— =]

SMTO31
TM441
TMa42
Front ‘
"}
D (
SMTE20A

Gear Components {Cont’'d)
9 Press counter gear into adapter plate with Tool

10. Install 3rd main gear and then press 3rd & 4th synchronizer
assembly

Pay attention to direction of 3rd & 4th synchronizer.

11 Install thrust washer on mainshaft and secure 1t with main-

shaft front shap ring
Select proper snap ring to minimize clearance of groove in man-

shaft.
Mainshaft front snap ring:
Refer to 5.D.S.
12 Apply gear oil to mainshaft pilot bearing and install 1t on

mainshaft

13 Press counter drive gear with main drive gear with Tool

Pay attention to direction of counter drive gear.
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ASSEMBLY

[Fssw71c ]

\-Subgear
Sub-gear spring
S

ub-gear bracket

SMTS52BA

$T22360002

KV31100401
{ - )
TM4a43
!
- s
; (-
- |
Front Y
TMa51

Gear Components (Cont’'d)
14 install sub-gear components

a Install sub-gear and sub-gear bracket on counter drive gear
and then select proper snap ring to minimize clearance of

groove |n counter gear

Allowable clearance of groove:
0-018 mm {0 -0.00711n)

Counter drive gear snap ring:

Parts number

Thickness mm {in}

32215-E9000
32215-E9001
32215-E9002

1 4 (0 055}
15 (0069}
16 (0 063)

b Remove snap ning, sub-gear bracket and sub-gear from

counter gear

¢ Renstall sub-gear, sub-gear spring and sub-gear bracket

16 install selected counter drive gear snap ring

16 Press counter gear front bearing onto counter gear

17 Assemble parts at rear of adapter plate as follows
a. Install reverse idler gear to reverse idler shaft with spacers,

snap rings and needle bearing

MT-23



ASSEMBLY FS5W71C

Insert shifting spring

$T22350000
(42567801}

SMTS531

§T22360002
(425679-01)

5MT043

SMTO03A

Gear Components (Cont’d)
b. Install insert retainer and O.D, synchronizer to mainshaft

Pay attention to direction of hub

c. Install O D gear bushing with Too!

d. Install O D main gear and needle bearing

e. Install spacer, reverse counter gear and O D counter gear
0.D. main gear and O D. counter gear should be handled as a
matched set

f. Install washer, roller bearing, steel roller and thrust washer

g. Tighten mainshaft lock nut temporarily

Always use new lock nut.

h. Instail countershaft rear end bearing with Tool

18 Mesh 2nd and reverse gears, then tighten mainshaft lock nut
with Tool.
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ASSEMBLY FS5W71C

Tool
\\N

Torgue wrench

I
Y= =
t Lmi{ft)———m
010m
oazfy NM
— {kg-m)
{ftib) _ 157
(16) ! |
Upper imit hine
(o /
147 i
o {15}
& el
2 oo 137
e na” s
?: Converted torque
& [ 127
| {13}
118
(12}
B0 108 / Lower hmit hne
] 1
T 1)0 4 05 06 07 08
L 1 L m
{15} 20 (2 5) [f1)
SMTOD4A L Length of torque wrench
Mainshaft Countershaft

{1st & 2nd)

Fork rod -
{3rd & 4th)

Interlock plunger

(OD &Rev)
SMTg9~

Ll

;‘2——;
1

N

SMTIB9

Gear Components (Cont’d)
Use the left chart when deciding the reading torque
(Length of torque wrench vs setting or reading torque)

19. Tighten countershaft lock nut

Always use new lock nut

20 Stake mainshaft lock nut and countershaft lock nut with a
punch

21 Measure gear end play For the description, refer to Disassem-
bly of Gear Components

Shift Control Components
1 Install shuft rods, interlock plunger, interlock balls and check
balls

a 1st-2nd shift fork
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FSS5W71C

ASSEMBLY
Shift Control Components (Cont

d)

I

-rev bracket

Install O.D.-rev. fork shaft by rotating 0.D

IO- d
e F
v £
S o
2 g
- -
& 5
» & m
=
8 o :
T b 3]
o] =1 c 2
o .m o =
b o @ = o
- » c -
< . = o
7] nVu m.w S W
£ TS b L 2
I — W — b
5 _ % = B
j= e 3 % g
™ (] 5 £ £
el 3 o ™ <
3 P <
il -
5 2 2 A
@0 ) b=
3
171

I
S.\\&.F—m H

<
o
N
~
[
=
7]

SMT788A
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ASSEMBLY FS5w71C

S$T23800000
(J25691-01)

SMT038

SMTO13

SMT9O93

Case Components
1 Install front cover ol seal
Apply multi-purpose grease to seal hp.

2 Apply sealant to mating surface of transmission case

3 Shde gear assembly onto adapter plate by lightly tapping
with a soft hammer

4  Apply sealant to mating surface of adapter plate

5 Install rear extension
6 Fit main drive bearing snap ring

MT-27



ASSEMBLY FSsw7ic

Case Components (Cont'd)

7. Select counter front bearing shim

A Distance from bearing
— r ® surface to transmission Unit mm {in)
P R
A Thickness of shim Part number
7‘® 452-471 Nor
{0 1780 - 0 1854) 01 necessary
1 Transrmission case
442-451
2 Counter gear front bearing 0 1 (0 004) 32218-V5000
) II 3 Counter gear (0 1740 - 0 1776)
432-441
z TMaT (0 1701 - 0 1736) 0 2 (0 008) 32218-Vv5001
422-431
(0 1661 - 0 1697) 03(0012) 32218-V5002
412-42
(0 1622 - 0 1657} 04(0016) 32218-V5003
402-4 11
{0 1583 - 0 1618) 05 (0020) 32218-V5004
392-401

[4+]

Install gasket and front cover
Install return spring plugs, check ball, return springs and

w

select check plunger
10 Instal! control housing and gasket

SMT982
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| FS5R30A

MAJOR OVERHAUL

Case Components — FS5R30A
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FS5R30A

MAJOR OVERHAUL

Gear Components — FS5R30A
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MAJOR OVERHAUL

Gear Components — FS5R30A (Cont’d)
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FS5R30A

MAJOR OVERHAUL

ift Control Components — FS5R30A
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DISASSEMBLY [Fs5R30A]

SMT369A

Case Components

1 Remove checl ball plug, check spring and check ball Then
remove Interlock stopper

If interlock assembly 1s removed as a unit, the check ball can
fall into transmission case.

2 Remove control housing, return spring and check ball

3 Drive out retaining pin from striking arm

4. Remove rear extension together with striking arm by tapping
lightly.
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DISASSEMBLY

FS5R30A

/(Mam drive bearing snap ring
A NN rir S I Ry
SMT371A

Soft hammer

SMT372A

SMT392A

ZNA

s

SMT373A

Case Components (Cont’d)
5 Remove front cover and gasket

6 Remove stopper ring and main drive bearing snap ring

7 Remaove transmission case by tapping hghtly

8 Remove front cover oil seal

Shift Control Components
1 Mount adapter plate on vise
2 Remove O D & reverse fork rod

MT-34




DISASSEMBLY

FS5R30A

SMTI76A

Shift Control Components {Cont’d)
3. Remove check ball plug, check ball and return spring

[S10F

Drive out retaiming pin from striking lever
While pulling out striking rod, remove striking lever and

striking interlock Then remove 1st & 2nd, 3rd & 4th and

reverse shift fork

6 Dnive out retaining pin from O D shift fork
7. Pull out O D. fork rod and then remove O D shift fork

Gear Components

1 Before removing gears and shafts, measure each gear end

play

Gear End play mm {in}
15t main gear 023-033(00091-00130)
2nd main gear 023-033 {00091 -00130)
3rd main gear 023-033(00091-00130)
O D counter gear 023-033{00091-00130)
Reverse main geat 033-043{00130-00169)

e |f not within specification, disassemble and check contact
surface of gear to hub, washer, bushing, needle bearing and

shaft
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DISASSEMBLY FS5R30A

I
i

(TR B &)
,mmh‘m‘@ =y
) "\y;l L By

SMT378A

SMT831A

SMT379A

Gear Components {Cont’'d)
2. Remove rear side components on mainshaft and counter gear.
a. Remove snap ring, speedometer drive gear and steel ball
b. Remove reverse coupling sieeve.

¢. Remove manshaft rear snap ring and counter gear rear snap
ring

d. Remove C-ring holder and mainshaft C-rings from mainshaft
Use punch and hammer to remove C-rings

e. Pull out counter gear rear end bearing
f Remove reverse idler gear and reverse idler thrust washers

g. Remove sub-gear from reverse 1dier gear.

h. Pull out mainshaft rear bearing (2WD model)
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DISASSEMBLY FS5R30A

RO

W S
!:—1"
=

SMT770A

SMT771A

Gear Components {Cont’'d)

1. Pull out reverse main gear together with mainshaft spacer and

reverse synchronizer hub Then remove reverse gear needle
bearings

J Pull out reverse counter gear

Remove O D coupling sleeve together with O.D baulk ring,
reverse baulk ring and spring inserts

| Pull out reverse gear bushing

m. Pull out O D counter gear together with reverse cone
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DISASSEMBLY

Gear Components (Cont’d)
3 Press out mainshaft and counter gear alternately

Make sure to alternate press between mainshaft and counter gear not to allow
the front surface of ona to contact the rear surface of the other SMT772A

4 Remove front side components on mainshaft
a Remove 1st gear washer and steei ball
b Remove 1st main gear and 1st gear needle bearing

¢ Press out 2nd main gear together with 1st gear bushing and
1st & 2nd synchronizer assembly
d Remove mainshaft front snap ring

SMT384A

e Press out 3rd main gear together with 3rd & 4th synchronizer
assembly and 3rd gear needle bearing

SMT3B5A
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DISASSEMBLY

FS5R30A

S$T30031000
{J2291201)

SMT404A

SMT470A

SMTA204,

Gear Components (Cont’'d)
5 Remove front side components on counter gear
a Remove counter gear rear thrust bearing

b Remove sub gear components.

6 Remove main drive gear bearing
a Remove main drive gear snap ring and spacer
b Press out main drive gear bearing

7. Remove bearings from case compornents

Counter gear front bearing in transmission case

i/
Kv38100300 {J25523) s

Mainshaft front bearing in adapter plate

MT3B8A

§T37750000
{J34286)

SMT396A

SMT394A
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INSPECTION

FS5R30A

Shift fork

SMT386A

SMTA23A

SMT387A

Spline
portion

Baulk ring to

gear clearance.—i

SMT140

Shift Control Components

e Check contact surface and sliding surface for wear, scratches,

projections or other damage

Gear Components
GEARS AND SHAFTS
e Check shafts for cracks, wear or bending

e Check gears for excessive wear, chips or cracks

SYNCHRONIZERS

e Check spline portion of coupling sleeves, hubs, and gears for

wear or cracks

Check baulk rings for cracks or deformation
Check shifting inserts for wear or deformation

Check 1nsert springs for deformation

Clearance between baulk ring and gear

Uit mm {in)

Standard Wear Iimit
1st & 2nd 105-13(00413-00512) 07 {0028)
3rd & man drive 105-13(00413-00512) 07 (0028)
oD 105-13{00413-00512} 07 {0028}

If the clearance I1s smaller than the wear limit, replace baulk ring
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INSPECTION FSSR30A

Gear Components (Cont’'d)

s Measure wear of reverse baulk rnng.

a Place baulk ring 1in position on reverse cone

b. While holding baulk ring against reverse cone as far as it will
go, measure dimension A’ with dial indicator.

Umt mm (in}

Standard Wear himit
Reverse\
011035
baulk ring bi A 0 9
o e Dimension A (—0 0039 to 0 0138) 70028
SMTAZ4A

¢ If dimension “A’ is larger than the wear limit, replace baulk
ring

BEARINGS

e Make sure beaiings roll freely and are free from noise, crack,

\ pitting or wear
A

SMTA418A
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ASSEMBLY

[FssR30A]

Gear Components

1 Install bearings into case components

case

SMT389A

Counter gear front bearing in transmission Mainshaft front bearing in adapter plate

SMT397A

SMT395A

§T30613000
(J25742-3)

SMT4254

of groove

Mamn drive gear snap ring

2 install main drive gear bearing
a Press main drive gear bearing
b Install main drive gear spacer

Allowable clearance of groove:
0-01mm (0-0.004 n)

¢ Select proper main drive gear snap ring to minimize clearance

Thickness mm (In)

Part number

189 {0 0744)
198 (0 0780)
SMTAZ6A 2 05 (0 0807)
2 12 (0 0835)
219 (0 0862)

32204 01G0O0
32204-01G01
32204-01G02
32204-01G03
32204-01G04

d Install selected snap ring on main drive gear
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ASSEMBLY FSSR30A

SMT577A

SMT405A

Coupling sleeve

Synchronizer hub

Spread spring
SMTA4Z1A

Synchranizer hub

Shifting insert %

SMTA22A

SMT399A

Gear Components (Cont’d)

3 Install components on counter gear

a Install sub-gear components
When installing sub-gear snap ring, tap sub-gear snap ring into
position on counter gear,

b Install counter gear rear thrust bearing

4 Install front side components on mainshaft
a Assemble 1st & 2nd synchromzer

b Assemble 3rd & 4th synchromizer

¢ Press on 3rd & 4th synchronizer assembly together with 3rd
main gear and 3rd gear needle bearing
Pay attention to direction of synchronizer assembly.
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FS5R30A

i

ASSEMBLY

SMTA400A

SMT401A

G,

SMTA02A

SMTA403A

Gear Components (Cont’'d)
d Select proper snap ring to minimze clearance of groove
Allowable clearance of groove:
0-0.1 mm (0 - 0.004 n)
Mainshaft front snap ring

Thickness mm (in} Part number

32204-01G00
32204-01Go1

189 (0 0744)
198 (0 0780)

2 05 (0 0807) 32204-01G02
212 (0 0835) 32204-01Ga3
2 19 (0 0862) 32204-01G04

e |nstall selected snap ring on mainshaft

f Press on 1st & 2nd synchronizer assembly together with 2nd
main gear and 2nd gear needle bearing

g Press on 1st gear bushing using 1st gear washer
h Install 1st main gear and needle bearing

t  Install steel ball and 1st gear washer
Apply multi-purpose grease to steel ball and 1st gear washer
before installing.
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ASSEMBLY

[Fs5R30A

Counter gear front

thrust bearmg—©

Sub-gear
component

Counter gear rear
thrust bearing

SMT427 A

+—Counter gear

“— Measured

end play

SMTE78A

Gear Components (Cont’'d)
B Select proper counter gear front bearing shim when replacing
transmission case, counter gear, counter gear thrust bearing

or sub-gear components,

a Install counter gear with sub-gear components, counter gear

front and rear thrust bearing on adapter plate

b Remove counter gear front bearing shim from transmission

case

¢ Place adapter plate and counter gear assembly 1n transmission

case (case inverted)

d. Tighten adapter plate to transmission case using 2 bolts

4]

Place dial indicator on rear end of counter gear

f Move counter gear up and down and measure dial indicator

deflection

g. Select proper shim using table below as a guide

Counter gear end play:
0.10 - 0.25 mm {0 0039 - 0.0098 in)
Table for selecting proper counter gear front bearing shim

Dial indicator deflection

Thickness of
proper washer

Part number

mm {in) mm {in}
093-102 {00366 -00402) 08 (0031} 32218-01G00
103-1 12 {00406 - 0 0441} 0 9 (0 035) 32218-01G01
113 -122 (00445 - 0 0480) 1 0 (0039) 32218-01G02
123-132 (00484 - 00520} 11 {0043} 32218-01G03
133-142 (00524 - 0 0559) 12(0047) 32218-01G04
143-152 (00563 -0 0598} 1 3 {0051} 32218-01G05
153- 162 (00602 -00638} 14 {0055) 32218-01G06
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ASSEMBLY

FS5R30A

Reverse dler shaft

Reverse dler
Jfront thrust washer

Reverse idler

needle bearing

—Reverse idler gear

L

Reverse idler
rear thrust washer
[

SMT432A

Measured end play
/ /—Stralghtedge

I/ ? 3

SMTA433A

Gear Components (Cont’d)

6

Select proper reverse idler rear thrust washer when replacing
rear extension, reverse idler gear, reverse dler shaft or reverse
idler thrust washer

Instail reverse idler gear, reverse idler needle bearings, reverse
idler thrust washers and reverse idler shaft into rear ex-
tension,

When replacing reverse idler rear washer, install either A or B

Reverse idler rear thrust washer

Thickness mm {in) Part number

32284-01G10
32284 01G11

A 197 (0 0776)
B 207 (0 0815)

Place dial indicator on front end of reverse idler shaft
Put straightedge on front surface of rear extension as a
stopper of reverse idler shaft
Move reverse idler shaft up and down and measure reverse
idler gear end play
Reverse 1dler gear end play

0.30-0.53 mm (00118 - 0.0209 1n)
If not within specification, replace reverse idler rear thrust
washer with the other (A or B) and check again
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ASSEMBLY

SMT438A

Soft hammer

SMT440A

SMT441A

Push up with screwdriver

{{

I

)

SMTAa424

LC-rmg and
c ring hodder

Gear Components (Cont’d)

7 Install mainshaft and counter gear on adapter plate and main
drive gear on mainshaft

a Mount adapter plate on vise and apply multi-purpose grease
to counter gear rear bearing

b Install mainshaft a little on mainshaft front bearing
To allow for installation of counter gear, do not install

mainshaft completely.

¢, Install counter gear on counter gear rear bearing and nstall
main drive gear, pilot bearing and spacer on mainshaft

When installing counter gear into counter gear rear bearing,
push up on upper roller of counter gear rear bearing with screw-

driver.

d Install Tools (J26349-3) onto adapter plate and C-ring and
C-ring holder on mainshaft.
e. Install Tool (J34328) on mainshaft
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ASSEMBLY FS5R30A

Gear Components (Cont’d)
f Install mainshaft and counter gear completely by extending

length of J26349-3

8 Instali rear stde components on mainshaft and counter gear
a Install OD gear bushing while pushing on the front of
counter gear

gear

ST37750000
{434332)-
[~

SMT 4444

Install 0.0 main gear
Pay attention to direction of O.D. mamn gear (B 1s wider than

A as shown at left.)
¢ Install adapter plate with gear assembly onto transmission

o

case
d instali O.D. gear needle bearing and then install O D counter

gear and reverse 1dler shaft

e. Install reverse gear bushing.

SMTE81A

f Install reverse cone

ST37750000
{J34332)

SMTES82A
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ASSEMBLY

Front .

Insert spring
[ 1

ol

r\—Flewarse baulk ring

S$T37750000
{J34334)
() —\ — = g
N
~~— { smT584A
S$T36730010
{ —
SMTB32A
7 *
S$T22452000
(J34337)
).
. S
Front .
SMTS85A

Gear Components (Cont’d)

g Install insert springs and reverse baulk ring on O D coupling
sleeve. Then install them and O D baulk ring on OD
counter gear
Pay attention 1o direction of O.D. coupling sleeve.

h Install reverse counter gear

1. Install sub-gear on reverse idler gear.
J. Install reverse gear needle bearing and then install reverse
main gear, reverse idler gear and reverse idler thrust washers.

k. Install reverse hub.
Pay attention to its direction,
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ASSEMBLY

SMTE86A

SMTA452A

SMTA454A

Gear Components {Cont’d)
. Install mainshaft spacer and mainshaft rear bearing

m. Install speedometer drive gear.

n Install counter gear rear end bearing
0. Separate adapter plate from transmission case and Mount
adapter plate on vice again

p. Select proper mainshaft C-ring to minimize clearance of

groove

Allowable clearance of groove:
0-0.1mm (0 - 0.004 in}

Mainshaft C-ring

Thickness mm {in}

Part number

Thickness mm (in)

Part number

2 63 (0 1035}
270 (0 1063}
277 {01081}
284{01118)
291 {D1146)
298 (0D 1173)
305 (01201)
312(01228)

32348-01G15
32348-01G00
32348-01G01
32348-01G02
32348-01G03
32348-01G04
32348-01G05
32348-01G06

319 (01256)
326 (0 1283)
333(01311)
340 (0 1339)
3 47 (0 1366)
354 (0 1394)
361{01421)
368 (0 1449)

32348-01G07
32348-01G08
32348-01G09
32348-01G10
32348-01G11
32348-01G12
32348-01G13
32348-01G14

q Install selected C-ring, C-ring holder and mainshaft rear snap

ring
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ASSEMBLY

FS5R30A

SMTA53A

SMTA56A

\ i:. ~ ' \‘-

A

SMTA57A

SMT374A

Gear Components {Cont’d)
Install spacer and then select proper counter gear rear snap
ring to minimize clearance of groove
Allowable clearance of groove.
0-0.1 mm (0 - 0.004 in)

Counter gear rear snap ring

r.

Thickness mm {in) Part number
126 (0 0496) 32236-01G08
132 {0 0520) 32236-01G00
138 (00543) 32236-01G01
144 (0 0567) 32236-01G02
1 50 (0 0591} 32236-01G03
156 (00614} 32236-01G04
162 {0 0638} 32236-01G05
168 (00661) 32236-01G06
1 74 (0 0685} 32236-01G07

Install selected counter gear rear snap ring

Install reverse coupling sleeve

Pay attention to its direction,

Measure each gear end play as a final check — Refer to
“DISASSEMBLY""

Shift Control Components

1

2

Install OD fork rod and O D shift fork Then install
retaining pin into O D shift fork
Install 1st & 2nd, 3rd & 4th and reverse shift fork onto

coupling sleeve

Install striking rod into hole of shift forks, striking lever and
interlock and then install retaiming pin into stniking lever
Make sure that striking rod moves smoothly
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[Fs5R30A |

ASSEMBLY

SMT393A

SMTS588A

Thread of bolt

jl\"“—rﬁ/

SMT460A

N i
j
KMam drive bearing snap ring /‘\
oy SMT371A

Shift Control Components {Cont’d)

4.

install check ball, return spring and check ball piug.

Apply sealant to thread of check ball plug.

Case Components

1

2.

6

7

Install front cover o1l seal

Apply multi-purpose grease to seal lip.

Install selected counter gear front bearing shim onto
transmission case

Apply multi-purpose grease.

Apply sealant to mating surface of transmission case

Install gear assembly onto transmusston case
Install check spring and check ball into interlock stopper
Apply multi-purpose grease to check ball

Install interlock stopper assembly and then tighten check
ball plug
Apply sealant to thread of check ball plug.

tnstall stopper ring and main drive bearing snap ring
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Case Components {Cont’d)

8 Install front cover and gasket
Apply sealant to thread of 3 bolts shown left.
9 Apply sealant 10 mating surface of adapter plate

10. Install rear extension together with striking arm,

11 Install retaining pin into striking arm

12 Install return spring and check bail and then install control
housing
Apply sealant to mating surface of rear extension.

Mating surface of
control housing SMTAB2A

13 Tighten control housing bolts
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)

General Specifications

Engine VG30E Engine VG30ET
Transmission modei FSEW71C Transmission modet FSER30A
Shift pattern Shift pattern
1 3 5 i 3 5
N Jl N —l
2 4 R 2 4 R
Synchromesh type Warner Synchromesh type Warner
Gear ratio Gear ratio
1st 3321 st 3325
2nd 1902 2nd 2077
3rd 1308 3rd 1 360
4th 1 000 4th 1 000
oD 0759 oD 0 760
Reverse 3382 Reverse 3 636
Number of teeth Number of teeth
Main drive gear 22 Main drive gear 22
Main bear 1st 33 Main gear 1st 32
2nd 27 2nd 30
3rd 26 3rd 29
oD 21 oD 23
Reverse 36 Reverse 30
Counter drive gear 31 Counter drive gear 32
Counter gear 1st 14 Counter gear st 14
2nd 20 2nd 21
3rd 28 3rd 31
oD 39 oD 44
Reverse 18 Reverse 12
Reverse i1dler gear 21 Reverse idler gear 22
il capacity Iiter (US pt, imp pt) 2014-1/4, 3-1/2} Gl capacity liter {US pt, Imp pt} 2 4 (5-1/8, 4-1/4)
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)

GEAR END PLAY

Inspection and Adjustment — FS5W71C

Mainshaft rear end bearing

Gear End play mm {in)
1st gear 031-041 (00122 00Q161)
2nd gear 011 -021 {00043 0 0083)
3rd gear 011 0211{00043-00083)
O D gear 032 039 (00126 0Q0154)

Allowable clearance

0-014 mm {0 -0 0055 in}

Thickness mm [(in)

Part number

CLEARANCE BETWEEN BAULK RING

11 (0043)
12{0047)
13 {0051}
14 {0 055}

32228-20100
32228-20101
32228-20102
32228-20103

Counter drive gear

Allowable clearance

0 G18mm (0-00071n)

AND GEAR
Unit mm {(in} Thickness mm {in} Part number
Standard Wear It 14 (0 055) 32215-E9000
15 (D089} 32215-E9001
12-16 1 6 {0 063) 32215-E9002
1st & Znd 0047 0063} 08 {QO31}
t2-186
3rd and main drive {0047 0083) 08 {0031}
10 14
oD 05 (0020)
{0 039 -0 055) AVAILABLE SHIMS

AVAILABLE SNAP RINGS
Main drive gear bearing

Counter front bearing

Uit mm (in)

Lo

A Distance from bearing
surface to transmission
case

Allowable clearance 0 013 mm {0-00051n)
1 Transmission case
Thickness mm {in) Part number g 2 Counter gear front bearing
3 Counter gear
173 (0 D681) 32204-78005
1 80 (0 0709) 32204-78000 T™M373
1 87 {0 0736) 32204-78801 Thickness
194 (0 0764) 32204 78002 A of shim Part number
201 (0 0791) 32204 78003
2 08 (0 0819) 32204-78004 452-471(01780-0 1864) Not necessary
442.451(01740 01776) | 01 10004) 32218-V5000
432-441(01701-01736) | 02 (0008} 32218-V5001
Mainshaft front 422-431(01661-01697) | 03(0012) 32218-V5002
412-421101622-01657) | 04 (0016 32218-v5003
Allowable clearance 0 018mm (0-00071 n) 402-411{01583-01618) | 05 (0020 32218 V5004
392.401(01543-01579) | 06 {0 024) 32218 V5005
Thickness mm {in) Part number
24 (D 094) 32263-v5200
25 (0 098) 32263-v5201
26 (0102) 32263-V5202
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)

FS5R30A

GEAR END PLAY

Inspection and Adjustment — FS5R30A

Mainshaft front snap ring

Gear

End play mm {in)

15t main gear
2nd main gear

3rd main gear

O D counter gear

Reverse main gear

023

023-033 {00091 -00130)
0 33 (0 0091 -

0 0130}

Allowable clearance

0-01mm [ 0004 in)

Thitkness mm {in}

Part number

023 033{00091 00130}
023-033{(00091-00130)
033-043100130-00169}

Counter gear

Reverse idler gear

010 -0 25 (0 0039 - 0 0098)

189 (0 0744)
198 {0 0780}
205 {00807}
2 12 {0 0835)
219 (0 0862)

3220401G00
3220401601

3220401G02
3220401G03
32204-01G04

030-053{00118 -00209)

CLEARANCE BETWEEN BAULK RING

Counter gear rear snap ring

Allowable clearance

0-01mm {0-0004n}

Thickness mm (in)

Part number

AND GEAR
Unit mm {in)

Standard Wear Limit
106-13

15t & 2nd ©0413-00512) 07 {0 028}

3rd & main 105-13

drive (00413 00512} 07 (028)

oD 105-13 07 (0028}

(00413-00512)

DISTANCE BETWEEN REAR SURFACE
OF REVERSE CONE AND
REVERSE BAULK RING

126 (0 0496)
132 (005%20)
138 100543)
1 44 (0 0567)
150 0 0591)
1656 (0 0614}
1 62 (0 0638)
1 68 {0 0661}
174 {0 0685)

3223601G08
3223601G0o0
3223601G01
32236-01G02
32236-01G03
3223601G04
32236-01G05
32236-01G06
3223601G07

AVAILABLE C-RING

Mainshaft C-ring

Reverse cone
/3

H

Reverse baulk rlngx

Unit  mm {in}

Standard Wear [imit
v, 01t 035
Dimension 'A {—0 0039 to 0 0138) 07 0028}

AVAILABLE SNAP RING
Main drive gear snap ring

Allowable clearance

0-01mm {0 -0004 n)

Allowable clearance

0-01mm {0 0.004n)

Tmh:k;::s’s Part number Tmh:k;::"]'s Part number
263101035} | 3234801G15 |[ 319 (0 1256} | 3234801G07
270 (0 1063) | 32348-01G00 || 326 {0 1283) | 32343-01GO8
277 ©1091) | 32348-01G01 [| 333 (0 1311) | 32348-01G0S
284 (01118) | 3234801G02 |[ 340 (0 1339) | 3234801G10
291 {01146) | 3234801G03 || 347 {01366} | 32348-01G11
298 (01173) | 32348.01G04 || 354 {0 1394) | 3234801G12
305 (0 1201) | 32348-01G05 || 361 (0 1421) | 3234801G13
31210 1228) | 3234801G06 || 368 (0 1449) | 3234B01G14

Thickngss mm {in}

Part number

189 {0 0744)
198 {0 0780)
205 {00807)
212 ({0 083b)
219 (00862)

32204-01G00
322040160
32204-01G02
3220401G03
32204-01G04
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)
Inspection and Adjustment — FSS5R30A (Cont’d)
AVAILABLE SHIM AND WASHER Reverse idler rear thrust washer

Table for selecting proper counter gear
. Thickness mm [in) Part number
front bearing shim
197 (0 0776) 32284-01G10
f
Dial indicator deflection Thickness o 207 (0 0815) 32284.01G11
mm {n) proper washer Part number

mm {in)

093-102 (00366 - 0 0402) 08 (0031) 32218-01G00
103-112 ({00406 -0 0441} 09 {0 035) 32218.01G01
113-122 (00445 00480} 10{0039) 32218-01G02
123-132 (00484 00520} 11{0043) 3221801G03
133 142 {00524 -00559} 121(0047) 32218901G04
143 152 {0 0563 -0 0598} 13 (00561) 3221801G05
153-162 {0 0602 - 0 0638} 14 {0055) 32218-01G06

Tightening Torque

TRANSMISSION INSTALLATION GEAR ASSEMBLY — FS5W71C

Unit Nm kg-m ft-lb Unit Nm kg m ft Ib

Clutch operating cylinder 30 40 31 41 22 30 Rear extension 16 -20 16 20 12 14

Ref R i I 1l to transmission case

Transmission securing bolt efer to Removal and Installation Front cover to 16-21 16-21 12 .15

Engine gusset to engine 29 39 30 40 22-29 transmission case

Rear mounting insulator Refer to section EM Control housing to

to rear extension réar extension

Starter motor fixing bolt Refer to section EM MB bolt 14 18 14 18 10 13

M12 bolt 20 29 20-30 14 22

Ball pin 20-34 20-35 14 -25
Filier ptug 25-34 25 35 18 -25
Drain plug 25-34 26 35 18-25
Speedometer sleeve 4.5 04-05 29-386
instailation
Return spring plug 20-29 20 30 14-22
Reverse check sleeve to 4 5 04-05 29-36
rear e£tension
Check ball plug 19 -25 19 25 14-18
Matnshaft lock nut 137 167 140-170 101-123
fwithout Tool)
Countarshaft lock nut 98 127 100-130 72-.94
Striking lever lock nut 9-12 09-12 65-87
Bearing retainer to 19 -25 19-25 14-18
adapter plate
Reverse lamp switch 20-29 20 30 14 - 22
Neutral switch 20-29 20-30D 14 -22
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)

Tightening Torque (Cont’d)
GEAR ASSEMBLY — FSS5R30A

Unit Nm kg-m frib
Rear extension 31-42 32-.43 23-31
to transmission case

Front cover to 16-21 16-21 12-15
transmission case

Control housing to 16 - 21 16-21 12-15
rear extension

Ball pin 31-42 32-43 23-3
Filler plug 25-34 25-35 18 -25
Dran plug 25-34 25-35 18-25
Speedpmeter pinion 4.5 04-05 29-36
instaliation

Interlock stopper 31-42 32-43 23-3
fixing bolt

Check ball plug 19-25 19-26 14 -19
Select check plug 20-29 20-30 14 -22
Reverse check sleave 63-83 064.-085 46-61
fixing bolt

O D & reverse fork rod 25-29 25-30 18 - 22
to reverse shift fork

O D and reverse shift fork 29-34 30-35 22-25
connecting balt

Guide plate to rear 63-83 064-085 46-61
extension

Bearing retainer to adopter 16 -21 16-21 12-15
plate

Reverse lamp switch 20-29 20-30 14 -22
Neutral switch 20-29 20-30 14 -22
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Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

NISSAN FACTORY SERVICE MANUAL CDROM END-USER LICENSE AGREEMENT

NOTICE TO USER: THIS IS A CONTRACT. BY PURCHASING AND USING THE SERVICE MANUAL ON
CDROM, YOU ACCEPT ALL THE TERMS AND CONDITIONS OF THIS AGREEMENT.

This End User License Agreement accompanies the Service Manual on CDROM product and related explanatory
materials. Please read this Agreement carefully. By purchasing and using the Service Manual on CDROM, you are
implying that you have carefully read, agree with, and will adhere to the conditions set forth in this agreement. If
you do not wish to accept the terms of this End User Agreement please do not use the Service Manual on CDROM.
You will not be permitted to use the Service Manual on CDROM without consenting to this end user agreement.

Upon your acceptance of this Agreement, Courtesy Nissan grants to you a nonexclusive license to use the Service
Manual on CDROM, provided that you agree to the following:

USE OF SOFTWARE

You may install the contents of the CD on a hard disk or other storage device for personal use only. Each Service
Manual on CDROM comes with a single user license. Under no circumstances should the contents of the Service
Manual CDROM be placed on a server for purposes of distributing or allowing access to the material over a
network.

COPYRIGHT AND TRADEMARK RIGHTS

The Service Manual CDROM is owned by Courtesy Nissan and its structure and organization, all graphics and
coding are considered intellectual property of Courtesy Nissan. The Service Manual on CDROM is also protected by
United States Copyright Law and International Treaty provisions. This Agreement does not grant you any
intellectual property or resale rights to the Service Manual CDROM.

RESTRICTIONS

You agree not to modify, adapt, translate, reverse engineer, decompile or disassemble the PDF file on the Service
Manual CDROM. The Service Manual on CDROM is licensed and distributed by Courtesy Nissan for single user
utilization of its contents only. Licensed users will be permitted to use the contents of the Service Manual CDROM
for multimedia presentation to an audience from a single machine using a large display or projection device but the
Service Manual CDROM may not otherwise be distributed, sold to or made accessible to multiple users.

NO WARRANTY

The software is being delivered to you AS IS and Courtesy Nissan makes no warranty as to its use or performance.
COURTESY NISSAN DOES NOT AND CANNOT WARRANT THE PERFORMANCE OR RESULTS YOU
MAY OBTAIN BY USING THE SERVICE MANUAL CDROM OR DOCUMENTATION, NOR MAKES ANY
WARRANTIES, EXPRESS OR IMPLIED, AS TO NONINFRINGEMENT OF THIRD-PARTY RIGHTS,
MERCHANTABILITY, OR FITNESS FOR ANY PARTICULAR PURPOSE. IN NO EVENT WILL COURTESY
NISSAN BE LIABLE TO YOU FOR ANY CONSEQUENTIAL, INCIDENTAL, OR SPECIAL DAMAGES FOR
ANY REASON.



Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

GOVERNING LAW AND GENERAL PROVISIONS

This Agreement will be governed by the laws of the State of Texas, USA, excluding the application of its conflicts
of law rules. This Agreement will not be governed by the United Nations Convention on Contracts for the
International Sale of Goods, the application of which is expressly excluded. If any part of this Agreement is found
void and unenforceable, it will not affect the validity of the balance of the Agreement, which shall remain valid and
enforceable according to its terms. You agree that the Service Manual on CDROM will not be shipped, transferred
or exported into any country or used in any manner prohibited by the United States Export Administration act or any
other export laws, restrictions or regulations. This Agreement shall automatically terminate upon failure by you to
comply with its terms. This Agreement may only be modified in writing signed by and authorized officer for
Courtesy Nissan.

Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080

USA

YOUR ACCEPTANCE OF THE FOREGOING AGREEMENT IS IMPLIED UPON PURCHASING AND USING
THE SERVICE MANUAL CDROM.
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