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PRECAUTIONS

The following precautions should be observed to
ensure safe and proper service operations. These
precautions are not described in each indwvidual
section.

1 Do not operate the engine for an extended
period of time without proper exhaust ventila-
tion
Keep the work area well ventilated and free of
any inflammable materials Special care should
be taken when handling any inflammable or
poisonous materials, such as gasoline, refrige-
rant gas, etc When working in a pit or other
enclosed area, be sure to properly ventilate the
area before working with hazardous materials.
Do not smoke while working on the vehicle

A~
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2 Before jacking up the vehicle, apply wheel
chocks or other tire blocks to the wheels to
prevent the vehicle from moving After jacking
up the vehicle, support the vehicle weight with
safety stands at the points designated for
proper hfting before working on the vehicle
These operations should be done on a level sur-
face

5G1231

3. When removing a heavy component such as the
engine or transaxle/transmission, take care not
to lose your balance and drop 1t Also do not
allow 1t to hit against adjacent parts, especially
the brake tube and brake master cylinder

4 Before starting repairs which do not require
battery power, always turn off the ignttton
switch, then disconnect the ground cable from
the battery to prevent accidental short circurt

5G1232

5 To prevent serious burns, avoid contact with
hot metal parts such as the radiator, exhaust
manifold, tail pipe and muffler
Do not remove the racdhator cap when the
engine 1s hot

5GI1233

6 To prevent scratches and soiling, protect fen-
ders, upholstery and carpeting with appropriate
covers before servicing.

Take caution that keys, buckles or buttons on
your person do not scratch the paint

Gl-2
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PRECAUTIONS

Precautions for a Catalyst

10

1

12

13.

14

15

16

17

Seat cover

Fender cover

5GI1234

Clean all disassernbled parts in the designated
liquid or solvent prior to inspection or assem-
bly

Replace oIl seals, gaskets, packings, O-rings,
locking washers, cotter pins, self-locking nuts,
etc as instructed and discard used ones
Tapered roller hearings and needle bearings
should be replaced as a set of inner and outer
races

Arrange the disassembled parts in accordance
with their assembled locations and sequence
Do not touch the terminals of electrical com-
ponents which utilize microcomputers such as
electronic  control  units  Static electrical
charges stored 1n your body may damage inter-
nal electronic components

After disconnecting vacuum hose or air hose,
attach a tag which indicates the proper connec-
1101 to prevent incorrect connection

Use only the lubricants specified in the applica-
ble section or those indicated under ‘“Recom-
mended Fuel and Lubncants”’

Use approved bonding agents, sealants or their
equivalents when required )

The use of the proper tools and recommended
essential tools should be used where specified
for proper, safe and efficient service repairs
When effecting repairs on the fuel, oil, water,
vacuum or exhaust systems, make certain to
check all affected Itnes for leaks

Dispose of drained o1l or the solvent used for
cleaning parts in an appropriate manner

If

a large amount of unburned fuel flows into the
converter,

the converter temperature will be

excessively high To prevent this, follow the
procedure below

1

Use unleaded gasoline only Leaded gasoline
will seriously damage the catalytic converter
When checking for ignition spark or measuring
engine compression, make tests quickly and
only when necessary

Do not run engine when the fuel tank level is
low, otherwise the engine may musfire causing
damage to the converter

Do not place the vehicle on inflammable
material Keep inflammable material off the
exhaust pipe

Clean floor
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PRECAUTIONS

Precautions for E.F.l. or

Precautions for Turbocharger

E.C.C.S. Engine

Before connecting or disconnecting E F.1. or
ECCS harness connector to or from any
€ F.l or EC.CS. control unit, be sure to turn
the 1gnition switch to the “OFF"’ position and
disconnect the negative battery terminal
Otherwise, there may be damage to control
unit,

Before disconnecting pressurized fuel line from
fuel pump to injectors, be sure to release fuel
pressure to eliminate danger.

Be careful not to jar components such as
control unit and air flow meter.

Q /
oL
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The turbocharger system uses engine oil for lubri-
cation and cooling of its rotating components The
turbocharger turbine turns at a speed in excess of
100,000 rpm at full throttle and 1ts temperature
can reach 870°C (1,600°F) It 1s essential to
maintain a clean supply of oil flowing through the
turbocharger system Therefore, a sudden interrup-
tion of o1l supply may cause a malfunction In the
turbocharger

For proper operation of the system, follow the

procedure below.

1. Always use the recommended oil Follow the
instructions for proper time to change the otl
and proper oil level

2 Avoid accelerating engine to a high rpm
immediately after starting

SGi292

3 }f engine had been operating at high rpm for an
extended period of time, let 1t idle for a few
minutes prior to shutting 1t off




HOW TO USE THIS MANUAL

1 A QUICK REFERENCE INDEX, a black tab (e g [[Z3] } 1s provided on the first page You can quickly

find the first page of each section by matching 1t to the section’s black tab.

THE CONTENTS are listed on the first page of each section

THE TITLE 1s indicated on the upper portion of each page and shows the part or system

4 THE PAGE NUMBER of each section consists of two letters, which designate the particular section, and
a number (e g. “FA-5")

5. THE FIRST LARGE ILLUSTRATION of each section 1s an exploded view (See below) and contains
tightening torques, lubrication points and other information necessary to perform repairs
The llustration should be used in reference to the service matters only when ordering parts, refer to the
appropriate PARTS CATALOG

W N

“Example”’

FRONT AXLE — Wheel Hub and Knuckle

Drive shaft

Circhp*1 —/

Grease seal (inside)*1
Pack seal hp with recommended

Spacer
Referto SD S
i Grease seal {outsidel*1
Pack seal Lip with recommended
@ (@ Dise rotor

Knuckle

Wheel bearing® 2

{inside}
Baffle plate
Washer
Wheel bearing {outside}*2
Whee! hub @ s
@
*1 Always replace once they have been removed ﬂ 78 157 (8-16,58 - 116)
2 To drive shaft
Adjusting cap

CAUTION
When replacing wheel bearing, replace Cotter pin*1
inner and outer wheal bearings at thae
same time to prevent mix use of hear M N m (kg-m ftib}

ngs of differant brands SFA484
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HOW TO USE THIS MANUAL

6 THE FOLLOWING SMALL ILLUSTRATION “Example”
shows the tmportant steps such as inspection,
use of special tools, knacks of work and hidden KNUCKLE
or tricky steps which are not shown in the e Remove wheel bearing outer races.
previous large llustration When replacing wheel bearing, replace as a set of
Assembly, inspection and adjustment proce- outer and inner wheel bearing assembly

dures for the complicated units such as the
automatic transaxle or transmission, etc are
presented in a step-by-step format where neces-
sary

SFASBA0
7. The followings SYMBOLS AND ABBREVIATIONS are used.
[UJ Tightening Torque S.D.S, Service Data and Specifications
e Should be lubricated with grease. LH, RH.. Left-Hand, Right-Hand
Unless otherwise indicated, use M/T Manual Transaxle/Transmission
recommended multi-purpose grease A/T Automatic Transaxle/Transmission
Tool Special Service Tools

Should be lubricated with ol
Sealing pont
. Checking point

XTE TN [w |

Always replace after every disassembly

8. The UNIT given in this manual are primarily expressed with the S| UNIT {International System of Unit),
and alternately expressed in the metric system and 1n the yard/pound system.

“Example”

Tightening torque
59-78 N-m (6.0 - 8.0 kg-m, 43 - 58 ft-Ib)

Gl-6



HOW TO USE THIS MANUAL

9 Symbols used in WIRING DIAGRAM are shown below

““Example’’

4
POWER SUPPLY )
CONNECTOR & This shows the igni-
This shows that these connectors are tion switch position
white § terminal connectors i which the system

can be operated

# See POWER SUPPLY
ROUTING in EL
section for the detailed
wiring diagram

((BRANCH ) - )
M/T model
(5) -
s SWITCH
s = IGNITION SWITCH This shows that conti
[— ACC or ON nuity exists between
I terminals (1) and @,
6 —§ EEEE ;EEE 5 FUSE when the switch 1s
B—% 11 [I ITTTT] BLOCK turned to ON position
A/T model > ~
L ofFF| on /
Y 211 1
White) i BT
q_ L——L 3 [s)
G —4 0 (@ 4
B—5 ®1 mB— SWITCH
~ e @
v WIRE COLOR CODING h
= B =Black BR = Brown
—_ \ gonv W =Whne OR = Orange
®  WT modes LOCATION NUMBER ROUND R =Red P =Pink
@ A/T model This number shows where the G  =Green PU =Purple
connector s located See L =Blue GY = Gray
HARNESS LAYOUT in EL Y =Yellow SB = Sky blue
section The number s LG = Light Green
identical with the one in
When the wire color 15 striped, the base
ABBREVIATIONS HARNESS LAYOUT color 15 gven first, followed by the stripe
@ color as shown below
% . Examnple L/W = Blue with White StnpeJ
1

M
Main harness y

L harpess

5G1361

10. TROUBLE DIAGNOSES AND CORRECTIONS are included in sections dealing with complicated

components

11 SERVICE DATA AND SPECIFICATIONS and a hst of SPECIAL SERVICE TOOLS are contained
at the end of each section for quick reference of data and special tools

12 The captions WARNING and CAUTION warn you of steps that must be followed to prevent personal
injury and/or damage to some part of the vehicle

Gl-7



IDENTIFICATION INFORMATION

Model Variation

T Differentral Road wheel* 1
Body Desti- Model Engine ransmis- rerential tgze  offset Tire size
nation Ston carrier mm (i)
Standard HL-JU FSEWT1C
roof HL-JAU E4N71B
GL
KHL-JU VG30E FSEW71C 6-1/20J-15 | P215/
KHL-JAU EANT71B 20{079) | 60R1580H
KHL-XU FS5W71C
) GLL
KHL-XAU E4N718
seater
g KHL-JTU FS5R30A
8 GL
©
3 KHL-JATU E4N71B 20016
T'b:' < VG30ET 30 (1 18) | 225/50VR18
rogo
: = KHL-XTU FS5R30A
GLL
KHL-XATU E4N71B
KHLG-JU FSSW71C
GL
KHLG-JAU E4N71B
2+2 VG30E
seater KHLG-XU FSEW71C
GLL
< KHLG-XAU E4N71B
17 R200
Sta?dard 35 HL-JV FSSW71C 6-1/2JJ-15 P215/
roo
HL-JAV EAN71B .20(079) | 60R15 90H
GL
KHL-JV FSEW71C
VG30E
KHL-JAV E4N71B
KHL-XV FSEW71C
GLL
2 KHL-XAV EAN71B
seater
© KHL-JTV FSER30A
E GL
= KHLJATV EAN71B
T-bar = 7-M-16
[ &)
oot VG30ET 30(118) | 225/50VR16
KHL-XTV FS5R30A
GLL
KHL-XATV E4N718
KHLG-JV FSEW71C
GL
KHLG-JAV E4N71B .
o VG30E St 70) | BoR15 o0H
seater KHLG-XV FS5W71C {
GLL
) KHLG-XAV E4N71B




IDENTIFICATION INFORMATION

Model Variation (Cont’'d)

Road wheel* 1
Body Desti- Model Engine Transmis- Differential sze  offset Trre size
nation slon carrier
mm {in)
Standard HL-N
roof SE
KHL-N FSew71C
KHL-JN VG30E 6-1/200-15 | P215/
GL 20{079) | 60R15 90H
KHi-JAN E4N71B
KHL-XN FSBW71C
GLL
2 KHL-XAN E4N718
seater
KHL-JTN FSER30A
GL
KHL-JATN EAN718
Canada R200 7-3J-16
roof KHL-XTN FSBER30A
GLL
KHL-XATN E4N718B
KHLG-JN FSBW71C
GL
KHLG-JAN E4N718B /200185 | p21s
VG30E ° 12/0 (0179) GSFH/S 90H
KHLG-XN FSBW?71C
242
GLL
seater KHLG-XAN E4N71B
GL KHLG-JATN 7-JJ-16
VG30ET | E4AN71B 30 (1 18) 225/50VR16
GLL | KHLG-XATN

*1 Pitch circle diameter 1s 114 3 mm {4 50.1n)
Prefix and suffix designations

KHLGZ31 J ATU

0  Standard roof ] I— N Canada model
K T-bar roof ——‘ U U.S A mode! except Cahifornia
H VG30E engine v Californja model
O  Non-turbocharger
- LA dnve T Turbocharger
O  2seater
G 242 soater | a Manual transmission
A Automatic transmission
O  SF model
—J GL model
X GL-L model

0 means no indication
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IDENTIFICATION INFORMATION

Identification Number

Vehicle serial number {Chassis number)

Emission control
information label

SS. ]
N +/
\%_%J \ (lz:elr\fn‘\l’c;stim label

Vehicle identification number plate

Vehicle identification plate

$G1341
VEHICLE IDENTIFICATION NUMBER ARRANGEMENT
JN1T H Z 1458 * H X 000101
]
Manufacturer ————Vehicle sernal number
JN1 Nissan passenger vehicle
Manufacture plant
Engine type X . Hiratsuka
H VG30E
c VG30ET Model year
H 1987 year model
Vehicle line
Z NISSAN 300ZX Check digit (0 to 9 or X}
The code for the check digit is
Model change {0 to 9} determined by mathematical
computation
Body type
4 2 seater Restraint system
6 2+2 seater S  Standard

The production of the 1987 NISSAN 300ZX starts with the following vehicle identification numbers.
JNTHZ145*HX200017

JN1CZ14S*HX 150027
JNTHZ16S*HX 120012
JN1CZ165*HX030004

*. Check digit (0 to 9 or X)

Gl-10



IDENTIFICATION INFORMATION

Identification Number (Cont’d)

IDENTIFICATION PLATE MANUAL TRANSMISSION NUMBER
[ NISSAN MOTOR CO, LTD JAPAN
BRI A
R ot ciss A
om0 A
O M ommcon A A o
7 hore A A ce
550 T e A A
A
L H JE é §j} $H§it%*i MADE IN JAPAN J

Type 5Gi1274

Vehicie identification number {Chassis number)
Model

Body color code

Trim color code AUTOMATIC TRANSMISSION NUMBER
Engine model
Engine displacement
Transrmission mode|

Axle model u FD
ENGINE SERIAL NUMBER M

QWD EWN =

SG1273

5G1279
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IDENTIFICATION INFORMATION

Dimensions
Model
2 seater 242 seater
(tem
Overall length  mm {in) | 4,406 {173 4} | 4,605 (181 3})

Overall width mm [in) 1,725 {67 9)
Overall height mm (in} | 1,295{510} | 1,310 (51 6)
Wheelbase mm {in) | 2,320 (91 3) | 2,520 {99 2)

Front mm {in} | 1,465 (57 3)%1,1,435 (56 5)*2
Tread

Rear mm {in} | 1,475 (58 1)"1, 1,455 (67 3)*2
Min ground clearance 150 (5 9)

mm {in)

Over- { Front  mm [in) 945 {37 2)
bang | Rear  mm (in) 1,070 (42 1)

*1 Non-turbo models
*2  Turbo models

Gl-12




RECOMMENDED FUEL AND LUBRICANTS

Fuel

Use unleaded gasohne with an octane rating of at
least AKI[ (Anti-Knock Index) number 87
(Research octane number 91)

—— Approximate Refill Capacities __.

Liter us Imp
measure | measure
Fuel tank 72 19 gal 15-7/8 gal
Coolant
Non-turbo model 105 [11-1/8qt | 9-1/4 qt
Turbo model 110 (115/8qgt | 9-6/8 qt
Reservoir tank 0.8 7/8 qt 3/4 qt
Engine
Refill capacity
With ol filter
change 40 4-1/4qt | 3-1/2qt
Without ol filter
change 36 3-7/8qt | 3-1/8qt
Transmission
M/T 20 4-1/4pt | 3-1/2 pt
AT 70 7-3/8qgt | 6-1/8qt
Final drive gear 13 1-3/8qt | 1-1/8qt
Power steering system 09 1qt 3/4 at
Air conditioning system
Refrigerant 10kg 221b 221b
Compressor o)l 015 b1floz | B3floz
Water reservoir
Windshield & rear
window 3.0 3-1/8qt | 2-6/8qt
Headlamps 22 2-3/8 qt 2qgt

Lubricants
Lubricant Specifications Remarks
Non-Turbo AP SF (Energy
Engine engine Conserving Oils}*1
ol Turbo API SF/CC or g"tr f{“"“‘:’ .
etails, refer to
F ¥
engine SF/CO the recommended
Differential | API GL-5 SAE viscosity
Transmission number
except for API GL4
Gear Turbo model
ol Transmssion | A1 GL4
ansmssion | (saegow go)
for Turbo -
del ar Type
mo DEXRON ®

Automatic-T/M and
power steering fluid

Type DEXRON @

Multi-purpose grease NLGI No 2 Lithjum soap base
us FMVSS

Brake and clutch flud | DOT 3 S
No 116

Anu-freeze

Ethylene glycol
base

*1 ENERGY CONSERVING OILS
tn order to improve fuel economy and conserve energy, new
lower friction engine oils have been developed These oils are
readily available and can be identified by such labels as energy
conserving, energy saving, improved fuel economy, etc

GI-13



RECOMMENDED FUEL AND LUBRICANTS

SAE Viscosity Number

Outude Temperature Range
Anticipated Before Next 01l Change

GASOLINE ENGINE OIL

AN

+38 (§ +100}~ — — — — —+
el 60 —— 1
Ny v vz
—lljo F——-{ -1
10W 30
29 —m_——\} 10W-40
L @® ) SW 30

10002
10W-30 is preferable if the ambient temperature is
above —18°C (0°F). 20W-40 and 20W-50 are
usable if the ambient temperature is above 10°C
(50° F) for all seasons,

Outside Temperature Range
Anticipated Before Next Oil Change
GEAR OIL
c P]“ £ 140
a0
+401|+104 4 — — — — -
+30}1]+86
+10]]|+50
oj+32
10 i +14
PRSI
L.) 75W 30W 75W 90
AN / 80w 90
T/0003

75W-90 for transmission of non-turbo models and
80W-90 for transmission of turbo models and dif-
ferential are preferable 1If the ambient temperature
is below 40°C {104°F).

Gl-14



LIFTING POINTS AND TOW TRUCK TOWING

WARNING:

a Never get under the vehicle while 1t is supported only by the jack. Always use safety stands to support
the frame when you have to get under the vehicle

b. Place wheel chocks at both front and back of the wheel which 1s diagonally opposite the jack position.
Example: If the jack 1s positioned at the front L.H. wheel, place wheel chocks at the rear R H. wheel.

Pantograph Jack

NOTCH

W39y

JACK UP TR4A00

Garage Jack and Safety Stand

CAUTION.
® Place a wooden or rubber block between safety stand and vehicle body when the supporting body is flat.

/\
//Hole fg tovim‘g/

5GI1397
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LIFTING POINTS AND TOW TRUCK TOWING
2-point Lift

WARNING:
When hfting the vehicle, open the lift arms as wide as possible and ensure that the front and rear of the

vehicle are well balanced.
When setting the lift arm, do not allow the arm to contact the brake tubes and fuel hines.

4 12
O
| [=/
1] .
0°) =
) ’
Ry AN
{7 d
L. :,";Ijjg@ V, ;
fEON T
A Note Front [ift-up
potnts are the
same as
pantagraph
Sill jack points

& o | —Lift pad

ﬂ: Put the sill in the siit of the Iift pad to prevent the sill from

deforming If the pad does not have the slit, prepare a suitable
attachment with sht.

5G1483
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LIFTING POINTS AND TOW TRUCK TOWING

CAUTION:

e All applicable State or Provincial {in Canada)
laws and local laws regarding the towing
operation must be obeyed.

e |t I1s necessary to use proper towing equipment
to avoid possible damage to the vehicle during
a towing operation.

Towing should be done in accordance with
Towing Procedure Manual.

® Attach safety chains for all towing

e  When towing, make sure that the transmission,
steering system and power train are in good
order. If any unit 1s damaged, a dolly must be
used.

¢ When towing with the front wheels on the

ground:
Turn the ignition key to the “OFF"’ position
and secure the steering wheel in a straight-
ahead position with a rope or similar device
Never place the ignition key in the “LOCK”
position. This will result in damage to the
steering lock mechanism.

e When towing with the rear wheels on the
ground, release the parking brake and move
the gearshift lever to neutral (N’ position}

¢ Do not tow your vehicle by the front end.

561383

NISSAN recommends that vehicle be towed with
the driving {rear) wheels off the ground as illus-
trated

Tow Truck Towing

TOWING AN AUTOMATIC TRANSMISSION
MODEL WITH FOUR WHEELS ON
GROUND OR TOWING WITH FRONT
WHEELS RAISED (With rear wheels on ground)

Observe the following restricted towing speeds and
distance

Speed km/h (MPH) Below 50 (30)

Distance km {miles) Less than 65 (40}

if the speed or distance must be greater, remove
the propelier shaft beforehand to prevent damage
to the transmission,

TOWING POINT
Rear

SG1479

e Never tow the vehicle using only the towing
hooks Use proper towing equipment when
towing Otherwise, the vehicle body will be
damaged.

o Always pull the cable straight out from the
vehicle Never pull on the hook at a sideways
angle.
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TIGHTENING TORQUE OF STANDARD BOLT

B Tghtening torgue
Grade Bolt or nut size oltor*nut Pitch mm
diameter™ mm Nm kg-m ft-ib
M6 60 10 3-4 03-04 22-29
125 8-11 08-11 58-80
M8 80
10 8-11 08-11 58-80
15 16 -22 16-22 12-16
4T M10 100
125 16 - 22 16-22 12-16
175 26 - 36 27-37 20 27
M12 120
125 30-40 31-41 22-30
M14 140 156 46 - 62 47-63 34 - 46
MB6 60 10 6-7 06-07 43-51
125 14-18 14-18 10-13
M8 80
10 i4-18 14-18 10-13
15 25-35 26 36 19-26
T M10 100
125 26 36 27-37 20 27
175 45 - 61 46-62 33 45
M12 120
125 50 - 68 51-69 37 -50
M14 140 15 76 - 103 77-106 56 - 76
Me 60 10 B-11 08-11 58-80
125 19-25 19-25 14 -18
M8 80
10 20 - 27 20-28 14 - 20
15 36 - 50 37-61 27 - 37
a7 M10 100
125 39.51 40-52 29-38
175 65 - 88 66-90 48 - 65
M12 120
125 72 -97 73-99 53-72
M14 140 15 109 - 147 111-150 80-108

1 Special parts are excluded
2  Ths standard 15 applhicable to holts having the following

marks embossed on the bolt head *  Nominal diameter
Grade Mark
M 6
;:lr— ; l -[—— Nominal diameter of bolt threads {Unit mm)
a7 a Metric screw threads

G1-18



Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

NISSAN FACTORY SERVICE MANUAL CDROM END-USER LICENSE AGREEMENT

NOTICE TO USER: THIS IS A CONTRACT. BY PURCHASING AND USING THE SERVICE MANUAL ON
CDROM, YOU ACCEPT ALL THE TERMS AND CONDITIONS OF THIS AGREEMENT.

This End User License Agreement accompanies the Service Manual on CDROM product and related explanatory
materials. Please read this Agreement carefully. By purchasing and using the Service Manual on CDROM, you are
implying that you have carefully read, agree with, and will adhere to the conditions set forth in this agreement. If
you do not wish to accept the terms of this End User Agreement please do not use the Service Manual on CDROM.
You will not be permitted to use the Service Manual on CDROM without consenting to this end user agreement.

Upon your acceptance of this Agreement, Courtesy Nissan grants to you a nonexclusive license to use the Service
Manual on CDROM, provided that you agree to the following:

USE OF SOFTWARE

You may install the contents of the CD on a hard disk or other storage device for personal use only. Each Service
Manual on CDROM comes with a single user license. Under no circumstances should the contents of the Service
Manual CDROM be placed on a server for purposes of distributing or allowing access to the material over a
network.

COPYRIGHT AND TRADEMARK RIGHTS

The Service Manual CDROM is owned by Courtesy Nissan and its structure and organization, all graphics and
coding are considered intellectual property of Courtesy Nissan. The Service Manual on CDROM is also protected by
United States Copyright Law and International Treaty provisions. This Agreement does not grant you any
intellectual property or resale rights to the Service Manual CDROM.

RESTRICTIONS

You agree not to modify, adapt, translate, reverse engineer, decompile or disassemble the PDF file on the Service
Manual CDROM. The Service Manual on CDROM is licensed and distributed by Courtesy Nissan for single user
utilization of its contents only. Licensed users will be permitted to use the contents of the Service Manual CDROM
for multimedia presentation to an audience from a single machine using a large display or projection device but the
Service Manual CDROM may not otherwise be distributed, sold to or made accessible to multiple users.

NO WARRANTY

The software is being delivered to you AS IS and Courtesy Nissan makes no warranty as to its use or performance.
COURTESY NISSAN DOES NOT AND CANNOT WARRANT THE PERFORMANCE OR RESULTS YOU
MAY OBTAIN BY USING THE SERVICE MANUAL CDROM OR DOCUMENTATION, NOR MAKES ANY
WARRANTIES, EXPRESS OR IMPLIED, AS TO NONINFRINGEMENT OF THIRD-PARTY RIGHTS,
MERCHANTABILITY, OR FITNESS FOR ANY PARTICULAR PURPOSE. IN NO EVENT WILL COURTESY
NISSAN BE LIABLE TO YOU FOR ANY CONSEQUENTIAL, INCIDENTAL, OR SPECIAL DAMAGES FOR
ANY REASON.



Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

GOVERNING LAW AND GENERAL PROVISIONS

This Agreement will be governed by the laws of the State of Texas, USA, excluding the application of its conflicts
of law rules. This Agreement will not be governed by the United Nations Convention on Contracts for the
International Sale of Goods, the application of which is expressly excluded. If any part of this Agreement is found
void and unenforceable, it will not affect the validity of the balance of the Agreement, which shall remain valid and
enforceable according to its terms. You agree that the Service Manual on CDROM will not be shipped, transferred
or exported into any country or used in any manner prohibited by the United States Export Administration act or any
other export laws, restrictions or regulations. This Agreement shall automatically terminate upon failure by you to
comply with its terms. This Agreement may only be modified in writing signed by and authorized officer for
Courtesy Nissan.

Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080

USA

YOUR ACCEPTANCE OF THE FOREGOING AGREEMENT IS IMPLIED UPON PURCHASING AND USING
THE SERVICE MANUAL CDROM.
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