REAR AXLE &
REAR SUSPENSION

SEGTION RA

CONTENTS PFIRID

REAR AXLE AND REAR SUSPENSION

REAR AXLE —AxleShaft . .. . ......
DRIVE SHAFT e e
DRIVE SHAFT - TripodTnpod Type .....
DRIVE SHAFT — “Double Offset-Birfield” Type
REAR SUSPENSION . ..... . .......

ooooo

REAR SUSPENSION — Ad)justable Shock Absorber . ...
SERVICE DATA AND SPECIFICATIONS (SDS)..

SPECIAL SERVICE TOOLS .....

-----




REAR AXLE AND REAR SUSPENSION

Lock nut
For adjustable
shock absorber

Wheel alignment
e Camber cannot be adjusted
e Vehicle requires only toe-in adjustment
—~151t025 mm {—0 059 to 0 098 in}, =8 to 14’ (Total toe-in)
Refer to section MA for checking wheel alignment
46 - 62
47-63,
34 - 48)
. For non-adjustable
Rubber seat = shock absorber
::_T 20.-27
=g {20-28 [OJ
S e =7 ' ax—[~J 31 - 42
Sfes] [Js9-78(6.8,43.58  14-20) I a2 a3,23-3n
.
-‘;:::_ nsulator

Bumper rubber

S A&
c=-: <
Coil spring =
e)” [OJes 118(10-12,72 87)
= SRR S

:::) Differential mounting ‘__'::;‘:—' =

nsulator == > .
¢=-: Dust cover
Drive shaft

@16-21
16-21,12-15)
0@)

Shock absorber

f Disc rotor
N

Suspension arm

N\
Stabilizer oY R A
-,
7 ] 98- 118 (10- 12, 72 - 87)
N /
\,_,
&[] 78- 108 (8- 11, 58 - 80)

Suspension member stay @%\
!
{DJ 20-25(20-26,14-19)

Wheel bearing

o Axle shaft end play 03 mm (0 012 in) or less
07 N m (7 kg-cm, 6 1 1n-lb) or less

At hub bolt, 1206 N (1 23 kg, 2 71 Ib) or less

:OJ N m (kg-m, ft-lb)
SRA78B8

® Bearing preload
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REAR AXLE AND REAR SUSPENSION

Removal and Installation

H\ |

J///

1 IIII ‘\‘$ e
ﬂ@‘

41m-.. Ag

{iw & (

=

‘ Remowving and installing points

SRA442
e Disconnect brake hydrauiic hine and parking e Remove stabihizer fixing boit
brake cable e Remove rear exhaust tube (Refer to Section
CAUTION: FE for removal)

o Remove propeller shaft (Refer to Section

When removing or installing brake tubes, use Tool.
PD for removal)

B 15-18Nm
{15-18kg-m, 11 - 13 ft-Ib)

SBRS00Q
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REAR AXLE—Axle Shaft

Drive shaft
“Dauble offset-Birfield™ type

Drive shaft
“Tripod-Tripod' type

* Always replace when disassembled
O Nm{kg-m, frlb)

Removal

( Distance piece
e =

[ 39-49140-50,29-36)
Lock nut*  [C]] 294 - 392 (30 - 40, 217 - 289)
Companion flange

Grease seal* [ECH
tnner bearing

—

Outer beaning BT

Suspension arm

e Disconnect drive shaft Refer to Drive Shaft for
removal and instaliation

® Remove wheel bearing lock nut with parking
brake engaged or brake pedal depressed

e Remove brake caliper and rotor Refer to
Section BR

e Draw out rear axle shaft with Tool

Rear axie shaft

ST36230000
{J25840-A)

SRA444

Check
deformation Replace f necessary.

Bushing
@—Pjga 118 (10- 12, 72- 87)
SRA959
Inspection
rear axle shaft for cracks, wear or
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REAR AXLE —Axle Shaft

e Wheel bearings are sealed type When installing,
make sure that the sealed side of outer hearing
faces the axle shaft flange and that the sealed
side of inner bearing faces the companion

flange
e Select a distance piece according to the chart
below
Bearing housing Dimension of distance

Distance piece

(Suspension arm} pirece mm {in}

55 82 - 55 88
A A {2 1976 - 2 2000)
55 92 - 55 98
No mark B (2 2016 - 2 2039)
56 02 - 56 08
C C

{2 2055 - 2 2079}

Corresponding
mark

SR A445

When a distance piece s reused, make sure that
both ends are not collapsed or deformed

When installing, make sure that larger side faces
axle shaft flange.

o Fill recommended multi-purpose grease to the
portions indicated below

CAUTION
Keep grease away from lock nut thread portion
and seating surface.

Installation

Companion flange Distance miece

. H

\W

bearing
Grease seal
Rear axle shaft

Nk

-

5RABB5

Measure rear wheel bearing preload after in-
stalling rear axle shaft

Rear wheel bearing preload:

Less than 0 7 N-m {7 kg-cm, 6.1 in-lb)
At hub bolt.

Less than 12.06 N (1.23 kg, 2.71 Ib}
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DRIVE SHAFT

Removal and Installation

e Remove spring seat stay
e Extract drive shaft from differential carner by
prying it with a suitable steel bar.

CAUTION-
Be careful not to damage ol seal of differential

carrier.

RA-6



DRIVE SHAFT—"Tripod-Tripod” Type

Crreular clip Boot band*
Make sure circular clip 1s properly meshed Shide joint boot*
with side gear and will not come out
Drive shaft joint Shide joint housing
Use NISSAN GENUINE GREASE
or equivalent after every overhaul Spider assembly

& Spring cap
O-ring*

Housing cover*
Differential carrier side
{Tripod joint)

Circular cUD"% .
Housing sub-assembly N
Spider assembly B
G-ring* @ }
Housing ring /

* Always replace when disassembled

Wheel side
{Tripod jont)

Drive shaft

Hold joint boot assembly*

Boot band* SRA448
Disassembly
WHEEL SIDE DIFFERENTIAL CARRIER SIDE
Remove plug and boot bands e Place drive shaft assembly 1n a vise

Be careful not to damage drive shaft assembly.

e Cut off hold joint boot assembly with a metal
saw blade and remove housing sub-assembly

When cutting, ensure that drive shaft i1s pushed into
housing sub-assemhly to prevent spider assembly
from being scratched.

]

& mm {0 20 1n)

SRA450

SRA337
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DRIVE SHAFT—"Tripod-Tripod” Type

e Remove spider assembly Refer to WHEEL

SIDE
o (Cut off remamning part of hold joint boot
assembly with a metal saw blade and remove

housing ring,

Be careful not to scratch housing sub-assembly and
housing ring.

Hotd joint Housing rin
boot assemb;\ § g ring /;7
//
-
— -

A Pull and
spread

Ll

%
ZZ  surface which must nck Housing sub-

be scratched assembly

SRA451

o Remove spider assembly

CAUTION:
Do not disassemble spider assembly.

1) Inscribe matching mark as shown below.

Matching mark

SFA381

Disassembly (Cont’d)

2} Detach spider assembly with press

Do not attempt to directly touch contact surface
of drive shaft end, Use a suitable tool.
Be careful not to drop drive shaft.

5FA392
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DRIVE SHAFT—"Tripod-Tripod” Type

Inspection

DRIVE SHAFT

Check for cracks or other damage Replace if
necessary

TRIPOD JOINT

® Check spider assembly for bearing and washer
damage Replace spider assembly if necessary

® Check shide )oint housing and housing sub-
assembly for any damage Replace If necessary.

Assembly

o Ensure that drive shaft moves smoothly over its
entire range without binding after assembling

o Use NISSAN GENUINE GREASE or equiva-
lent after every overhaul.

WHEEL SIDE

Be careful not to scratch boot with drive shaft
serration

Install spider assembly
1) Place drive shaft in a vise with soft cushioning
pads

2) Install spider assembly, ensuring marks are
properly aligned

i}\ P

el a4
Suitable tool
Chamfer

SFA397

3) Stake serration portion evenly at three places

Avoid areas which have been previously staked.
Always stake two or three teeth at each place.

Stake more than 1 mm (0.04 i1n)

Mora than
1 mm (0 04 1n)

Drve shaft

Spider assembly
\

SFA422
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DRIVE SHAFT—"Tripod-Tripod” Type

e Install hold joint boot assembly

Boot band

SFA385

® Pack with grease

Specified amount of grease:
185- 195 ¢g (6.52 - 6 88 0z)

e Set boot so that 1t does not swell or deform
when its length 1s “/L"",

Length 'L 1115 mm (4 39 n}

L

—— |

& :

i

SRAA452

Assembly (Cont’d)

DIFFERENTIAL CARRIER SIDE

CAUTION,
When replacing housing ring or housing sub-
assembly, always replace them as a set.

¢ Bend the edge over along the entire circumfer-
ence

Bend the edge at two positions {180° apart) and
ensure that housing cover does not rattle.

Place a board on housing cover so as not to damage
it

SRA340

e Install new boot band and hold joint boot
assembly on drive shaft.

Be careful not to scratch boot with serration of
drive shaft.

e Install spider assembly, Refer toc WHEEL SIDE
e Pack with grease

Specified amount of grease:
155 - 165 g (5.47 - 5.82 o0z)

e Place hold joint boot assembly so that its
flange 15 In vise

Do not place any other part of hold joint boot
assembly on a vise.

e Insert housing sub-assembly into hold joint
boot assembly

e Bend the edge over along the entire circumfer-
ence.

RA-10



DRIVE SHAFT—"Tripod-Tripod” Type

Bend the edge at two positions (180° apart) and
ensure that housing sub-assembly does not rattle.
Place a board on housing sub-assembly sc as not
to damage it.

SRA341

e Apply sealant

)

sealant g

n\\\]

SRA342

Assembly (Cont’'d)

e Set boot so that 1t does not swell or deform

when i1ts length 15 */L"

Length “L* 925 mm {3642 n)

i L

]

3

SRAA453
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DRIVE SHAFT—"Double Offset-Birfield” Type

Circular clip Dnfferential carnier side

Make sure circular chp “A’" 15 properly meshed with side gear and that {Birfield joint}
circular clip "B’ 15 also meshed with joint assembiy, and wrll not come
out g /
Drive shaft joint Boot band* g
Circular

Use NISSAN GENUINE GREASE or eguivalent after every overhaul

Circular chp B* clip A*

Jomnt assembly

Drtve shaft
Boot
Be careful not to damage boots
Use suitable protector or cioth
Boot during remova! and installation
Snap ring A*
Inner race
Ball
Boot band®

Shde joint : Be careful not to damage boots

housing o % Snap ring B* Use suitable protector or cloth

0\ during removal and installation

Shde joint OOO Cage
plug
Snap ring C*

iy
j

@%prmg washer
[C] 69-78 N m (7 - 8 kg-m, 51 - 58 ft-Ib)
*Always replace when disassembled

Wheel side {Double offset joint) SRABG2

Disassembly

DIFFERENTIAL CARRIER SIDE

— Joint —

CAUTION,

The joint on the differential carrier side employs a

nondisassembling design

e Before separating joint assembly, put matching
marks on drive shaft and joint assembly

e Separate joint assembly by hghtly tapping 1t
{Use new joint assembly if 1t 1s damaged )

SFA465

RA-12



DRIVE SHAFT—"Double Offset-Birfield” Type

Disassembly (Cont’d)

Inspection

- Boot —

When replacing ‘'only boot, draw 1t to the doubte
offset joint side after disassembling the double off-
set joint Refer to Wheel side for disassembly

WHEEL SIDE

1 Remove boot bands.

2 Put matching marks on shde joint housing and
inner race, before separating joint assembly

3 Pry off snap ring “A” with a screwdriver, and
pull out shde joint housing

SRABB3

4  Put matching marks on inner race and drive
shaft

5 Pry off snap rning 'C", then remove ball cage,
inner race and balls as a unit

SFATO1

6 Pry off snap nng “B”
7 Draw out boot

DRIVE SHAFT
Replace drive shaft 1f 1115 twasted or cracked

JOINT ASSEMBLY (Wheel side)

Check joint assembly for burns, rust, wear or
excessive play Replace if necessary.

Check groove of shide joint housing for cracks,
wear or deformation Replace if necessary

JOINT ASSEMBLY (Transaxie side)

Replace joint assembly if it 1s deformed or dam-
aged.

BOOT
Replace the boot If i1t Is fatigued, cracked or worn

Assembly

o After drive shaft has been assembied, ensure
that 1t moves smoothly over Its entire range
without binding.

e Use NISSAN GENUINE GREASE or equwva
lent after every overhaul.

DIFFERENTIAL CARRIER SIDE
Boot

When installing only boot, install 1t shiding from
wheel side

Joint

1 Install boot and new small boot band to drive
shaft

Be careful not to damage boot on the edge of drive

shaft.

RA-13



DRIVE SHAFT—"Double Offset-Birfield” Type

2. Set joint assembly onto drive shaft {(with new
circutar chp) by Lightly tapping i1t

S5FA456

Install joint assembly, ensuring matching marks

are properly aligned.

3. Pack drive shaft with specified amount of
grease.

Specified amount.
115- 155 g (4.06 - 5.47 oz)

e | ock band securely with a suitable tool

Suitable
too}

SFA472

SFA395

Assembly (Cont’d)

4, Set boot so that it does not swell and deform
when 1ts length i1s “/L".

1’/_

mr

19

I

o | e g

Length “L” 908 mm {3 575 n)
SFA725

5 Lock new smaller diameter boot band,

WHEEL SIDE
e Pack with grease.

Specified amount of grease.
115 - 155 g {4.06 - 5.47 oz)
o Fasten boot bands.
Refer to Differential carrier side’ joint

- m

L]

| ————— ]

B

Length “L” 90 4 mm (3 559 in)
SRAS564
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REAR SUSPENSION

Final tightening requires to be

carried out with tires on ground. e :; ;‘f,‘s z-43 Lock nut
[ 20 27
(20-28,14-20)
e {Always replace when

- disassembled)
Bound bumper !
Bushing A
Upper spring seat rubber——%
Dust ‘30"9"_1 ﬂ ' Insulator cover

Coll spring / / h
/ Collar

Shock absorber /
assembly

Lower spring seat rubber
g [T s9.78 (6 -8, 43 - 58)
[()s9.78i6-8, 43-58)
Suspension arm
assernbly

Member insulator Mﬁ@ 98- 118 (10-12,
stopper i 3 : D

For non-
adjustable
shock
absorber

Bushing B

:

Shock absorber
mounting insulator

Differential mounting insulator

72 -87)
Suspension member

[Cls9.78(6- 8, 43-58)
assermbly

16-21
Mt1s-21,12-15}
© [(Q29-39(3 4,22-29)

Rubber bushing

[C) 98- 118 (10- 12,
72-87)

Member insulator

Mamber mounting
bolt

Member stay

20-25 {69 - 88
(20-26, {7-9,51-65)
14 19)

[C] 78 - 108

{8-11,58-80)

Stabilizer bar

O)16-21116-21,12-15)

A\

[ s0-78 (6-8,43-58)
31 a2

{(32.43,
23 - 31) Bushing

g

Rubber bushing

32-43, [@ Nmikgm, feibl
23-31)

SRA769

RA-15



REAR SUSPENSION

Stabilizer Bar

REMOVAL AND INSTALLATION

e Remove stabilizer bar

SRA458

e Final tightening requires to be carried out at
curb weight with tires on ground

INSPECTION

o Check stabilizer bar for deformation or cracks.
Replace If necessary

e Check rubber bushings for deterioration or
cracks Replace if necessary

Shock Absorber
{(Non - adjustable type)

REMOVAL AND INSTALLATION

e Remove upper end nut of shock absorber,

SRAA460

e Disconnect shock absorber lower end

SRA459

e Final tightening requires to be carried out at
curb weight with tires on ground

INSPECTION

e Check all rubber parts for wear, cracks, defor-
mation or other damage Replace if necessary

e If oil leakage occurs, replace shock absorber
assembly

e Check threads for cracks or other damage
Replace 1If necessary.

o Check piston rod for cracks, deformation or
other damage, Replace shock absorber assem-
bly If necessary.

ASSEMBLY

Cover piston rod with tape so as not to damage
it when tightening lock nut,

Washer

Bushing A

Insulator cover

Bushing B

Taping

{nsulator

SRA461
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REAR SUSPENSION
Coil Spring

REMOVAL AND INSTALLATION INSPECTION

e Jack up vehicle after setting spring compressor e Check cotl spring for yield, deformation or
Then remove coll spring cracks Replace if necessary

e When installing, correctly place coil spring in e Check upper and lower spring seat rubbers for
both spring seat rubbers (Flat face of spring 1s wear, cracks or damage Replace If necessary
on top }

Upper spring
seat rubber

{Flat face)

Caoil spring

Lower spring

seat rubber
SRA462

Suspension Arm

REMOVAL AND INSTALLATION

I =
Li T ’A\ Y
ST NN

‘ Remuoving and installing points SRA770

RA-17



REAR SUSPENSION

Suspension Arm (Cont’d)

Suspension Member and ____

e Remove drive shaft from companion flange

e Remove axle shaft assembly Refer to Axle
Shaft for removal

e Remove stabilizer bar fixing bolt from rear
arm

¢ Remove lower end of shock absarber fixing
bolt.

e Remove suspension arm pin

Before removing, put matching mark on pin

—
—
|/

\ - 7
" K ’ . /
g A > /
@yﬂ N
7 \

Matching rmark

SRA5B5

¢ When installing, tighten pin nut of suspension
arm to specified torque after installing wheels
and placing vehicle on ground under the curb
weight,

e Refer to Section MA for toe-in adjustment

INSPECTION

e Check suspension arm for deformation or
cracks Replace If necessary

e Check rubber bushings for wear or other
damage.

Replace rubber bushing with a suitable tool If
necessary.

-~
2SN SRA465

Differential Mounting Insulator

INSPECTION

Check differential mounting nsulator for
deformation or cracks Replace 1f necessary
Check suspension member for deformation or
cracks Replace 1f necessary

If member insulator 1s deformed or cracked,
replace 1t with a suitable tool.

o\\eL

AR

SR A455

Install member insulator with a suitable tool,
Be sure to install in 1ts proper place,

SRA456
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REAR SUSPENSION

Suspension Member and

Differential Mounting Insulator
(Cont’d)

SRA457

RA-19



REAR SUSPENSION—Adjustable Shock Absorber

Lock nut —_

[ 46-62

{47-63, 34-486)

Connector 4%\
= \

©

Shock absorber
assembly

[ s9.78

(6-8,43-58)

=
/®/®
=

Front

Outside @

O Nmikg-m, ftib)

e Remove luggage side trim. Then disconnect
connector

Disconnect connector gripping both sides of sub-
harness connector.

™~

Removal and Installation

Sub-harness

[ 31.42

(32-43,23-31)

Washer ———@ I

with bushing Insulator cover

< &)
= Shock absorber

|| mounting insulator

Shack absorber
mounting bracket

Bound bumber

)

N Dust cover

SRA466

e Remove upper end nut of shock absorber,

\\
=¥,

SRA467

e Disconnect lower end nut of shock absorber,

CAUTION:
Keep water and dust away from connector.

RA-20



REAR SUSPENSION—Adjustable Shock Absorber

Inspection Assembly

Refer to Non-ad)ustable Shock Absorber o Cover piston rod with tape so as not to damage
1t when assembling

e Connect sub-harness to connector within
piston rod using guide. Be careful not to
damage connector

Trouble Diagnosis

Refer to FRONT AXLE AND FRONT SUSPEN-
SION

RA-21



SERVICE DATA AND SPECIFICATIONS (S.D.S.)

SUSPENSION

General Specifications

Engine VG30ET VG30E
Vehicle mode! 2 seater 2+2 seater 2 and 2+2 seater
Grade GL GLL GL.GLL SF,GL GLL
Item Roof T-roof Standard T-roof
Suspension type Semi-tralling arm type independent rear suspension
Coil spring
Wire diameter mm (in) 138 {0543} 130{05612) 13 2 (0520) 13 3 (0 524)
Coil diameter mm {in} 111 8 (4 40} 111014 37) 1112 {4 38) 111 3 {4 38)
Free length mm {in) | 3365 {13 25) 3410 (13 43) 3760 (1480) | 382 {16 04} 388 {15 28)
Spring constantmmm (kafromm, /i) 330 (3 36, 188 2} 245 (25, 140)
identification color Purple x 1 Pink x 1 White x 1 Red x 1 Green x 1
Yelow x 2 White x 2 Yellow x 2 White x 2 Yellow x 2

Shock absorber

Gas-filled double acting hydauic

Type
Adjustable Non-adjustable
Piston dhameter mm {in) 32-321(1260-1264) 25 -25 1 {0 984 - 0 988)
Piston rod diameter mm (in} 22 (087} 125 [0 492)
Stroke
mm (in} 509 3 (23 59}/384 5 (15 14) 609 3 (23 99)/392 5 {15 45)
Maxsmum/Minimum
Cylinder diameter mm {in} 48 6 {t 913} 38 1 (1 500)
Damping force
F
(a0 3m {10 ftjsec)] rm Normal Soft
794 - 1,069 549 - 726 363 - 481
Expansion N {kg, tb) {81 - 109, {56 - 74, (37 - 49, 588 (60, 132)
179 - 240) 123 -163) 82-108)
481 - 637 382 - 500 157 - 216
Compression N {kg, b} {49 - 65, {39 - 61, (16 - 22, 2484 (30, 66}
108 - 143) 86-112) 35 - 49}
Stabilizer tube diameter
Quter mm {in} 24 (0 94) 222 (0874)
Inner mm (in} 17 0 {0 669)

RA-22



SERVICE DATA AND SPECIFICATIONS (S.D.S))

— General Specifications (Cont’d)

Inspection and Adjustment __

DRIVE SHAFT

Wheel alignment (Unladen* 1)

Engine
VG30E VG30ET
Model 27828 BF900590
Jaint type
Differential carrier side Tripod Birfield
Wheel side Trnpod Double offset
Maximum winding degree
Differential carrier side 183° a0°
Wheel side 15° 23°
tength “L" mm [in)
464 5 {18 29)/ | 4495 (17 70)/
M f
aximum [Left/Right] 4755 {1872} | 4615 (18 17}
407 (16 02)/ | 4095 (16 12)/
M f
mimum [Left/Right] 418 (16 46) | 4216 (16 69)

VG30E

VG30ET

70

U

SRA473

(—"(\/W r

|
|

NE

J
SRASG61
Grease
Name Nissan genuine grease
or equivalent
Capacity g (oz}
185 - 195
Wheel side
{652 - 6 88} 115 - 155
{4 06 -5 47}
155 - 165
Differential carrier side (5 47 -5 82)

—1°55" 10 —25'

Camber degree
mm {in)

Toe-in
degree

—151t0 25 (—0059 to 0 098)

-8’ to 14' {Total toe-in}

*1 Tankful of fuel, radiator coolant and engine oil full
Spare tire, Jack, hand tools, mats 1n designed position

Rear axle shaft

Wheel bearing prelcad
N m (kg-cm, in-ib}

07(7,61)or less

Wheel bearing preload at hub bolt

N {kg, Ib)

1208 {1 23,2 71) or less

Rear axle shaft end play

Less than 0 3 (0 012)

mm (in)
A 5582 -85 88
(2 1976 - 2 2000}
Distarce piece length B 5592 -5598
mm {in} {2 2016 -2 2039)
C 5602-5608

{2 2055 - 2 2079)
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SERVICE DATA AND SPECIFICATIONS (S.D.S.)

Tightening Torque

Item Nm kg-m ft-lb Item N-m kg-m ft-lb
Wheel nut 98 - 118 10-12 72 -87 Rear dis¢ brake
Three-way connector Baffle plate fixingbolt 32-43 033-044 24-32
Connector mounting 5-7 05-07 36-51 Torgue member fuung 38 - 52 39-53 28-38
bolt bolt
Connector to brake 15- 18 15-18 11-13 Differential carrier
tube Differential carrier to 98- 118 10-12 72 -87
Brake tube connector 15- 18 15-18 11-13 mounting insulator
flare nut Mounting bracket to
Shock absorber body
Lower end fixing bolt 58 - 78 6-8 43-58 Bot 29 39 22-29
Nut 59 - 78 43 -58
Upper end fixing bolt 31-42 32-43 23-31
Differential carrier to 59-78 - 43 - b8
Piston rod self-locking suspension member
nut
Stabihizer
Adjustabl 46 - 62 47-63 34-48
1ustable Stabilizer bar to 16-21 16-21 12-15
Non-adjustable 20-27 20-28 14-20 suspension arm
Suspension mermber Stabilizer bar clamp to 31 - 42 32-43 23-31
Suspension member to 78 - 108 8-1 58 - 80 suspension member
suspenston member stay
Drive shaft
Suspension member stay 20 - 25 20-26 14-19 Drive shaft to compamon
to body flange
Suspension memberto 98- 118 10-12 72 -87 Turbo 59-69 60.-70  43-51
sUSpension arm Non-turbo 39-49 40-50 29 -36
Sprint seat stay Wheel bearing iock nut 294 - 392 30- 40 217 - 289
Stay to suspension arm
Front 59.78 6-8 43 - 58
Rear 69-88 7-9 51-65
Stay to parking cable 16-21 16-21 12-186

clamp

RA-24



SPECIAL SERVICE TOOLS

Tool number

{Kent-Moore No ) Tool name
GG94310000 Flare nut torgque wrench
{ - 1
S$T36230000 Slide hammer

{(J25840-A)

RA-25



Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

NISSAN FACTORY SERVICE MANUAL CDROM END-USER LICENSE AGREEMENT

NOTICE TO USER: THIS IS A CONTRACT. BY PURCHASING AND USING THE SERVICE MANUAL ON
CDROM, YOU ACCEPT ALL THE TERMS AND CONDITIONS OF THIS AGREEMENT.

This End User License Agreement accompanies the Service Manual on CDROM product and related explanatory
materials. Please read this Agreement carefully. By purchasing and using the Service Manual on CDROM, you are
implying that you have carefully read, agree with, and will adhere to the conditions set forth in this agreement. If
you do not wish to accept the terms of this End User Agreement please do not use the Service Manual on CDROM.
You will not be permitted to use the Service Manual on CDROM without consenting to this end user agreement.

Upon your acceptance of this Agreement, Courtesy Nissan grants to you a nonexclusive license to use the Service
Manual on CDROM, provided that you agree to the following:

USE OF SOFTWARE

You may install the contents of the CD on a hard disk or other storage device for personal use only. Each Service
Manual on CDROM comes with a single user license. Under no circumstances should the contents of the Service
Manual CDROM be placed on a server for purposes of distributing or allowing access to the material over a
network.

COPYRIGHT AND TRADEMARK RIGHTS

The Service Manual CDROM is owned by Courtesy Nissan and its structure and organization, all graphics and
coding are considered intellectual property of Courtesy Nissan. The Service Manual on CDROM is also protected by
United States Copyright Law and International Treaty provisions. This Agreement does not grant you any
intellectual property or resale rights to the Service Manual CDROM.

RESTRICTIONS

You agree not to modify, adapt, translate, reverse engineer, decompile or disassemble the PDF file on the Service
Manual CDROM. The Service Manual on CDROM is licensed and distributed by Courtesy Nissan for single user
utilization of its contents only. Licensed users will be permitted to use the contents of the Service Manual CDROM
for multimedia presentation to an audience from a single machine using a large display or projection device but the
Service Manual CDROM may not otherwise be distributed, sold to or made accessible to multiple users.

NO WARRANTY

The software is being delivered to you AS IS and Courtesy Nissan makes no warranty as to its use or performance.
COURTESY NISSAN DOES NOT AND CANNOT WARRANT THE PERFORMANCE OR RESULTS YOU
MAY OBTAIN BY USING THE SERVICE MANUAL CDROM OR DOCUMENTATION, NOR MAKES ANY
WARRANTIES, EXPRESS OR IMPLIED, AS TO NONINFRINGEMENT OF THIRD-PARTY RIGHTS,
MERCHANTABILITY, OR FITNESS FOR ANY PARTICULAR PURPOSE. IN NO EVENT WILL COURTESY
NISSAN BE LIABLE TO YOU FOR ANY CONSEQUENTIAL, INCIDENTAL, OR SPECIAL DAMAGES FOR
ANY REASON.



Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080
(800)527-1909

GOVERNING LAW AND GENERAL PROVISIONS

This Agreement will be governed by the laws of the State of Texas, USA, excluding the application of its conflicts
of law rules. This Agreement will not be governed by the United Nations Convention on Contracts for the
International Sale of Goods, the application of which is expressly excluded. If any part of this Agreement is found
void and unenforceable, it will not affect the validity of the balance of the Agreement, which shall remain valid and
enforceable according to its terms. You agree that the Service Manual on CDROM will not be shipped, transferred
or exported into any country or used in any manner prohibited by the United States Export Administration act or any
other export laws, restrictions or regulations. This Agreement shall automatically terminate upon failure by you to
comply with its terms. This Agreement may only be modified in writing signed by and authorized officer for
Courtesy Nissan.

Courtesy Nissan

1777 North Central Expressway
Richardson, TX 75080

USA

YOUR ACCEPTANCE OF THE FOREGOING AGREEMENT IS IMPLIED UPON PURCHASING AND USING
THE SERVICE MANUAL CDROM.
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